PRODUCT LINEUP

SPLIT

Light Commercial & Residential

Energy saving design to provide
a comfortable indoor environment while being
environment-friendly.

An air conditioner that is people-friendly is also environment
friendly. Fujitsu General meets various needs for from living
rooms and bedrooms to stores, small offices and hotels.

Split Overview
Indoor Units Lineup
Feature

Feature Explanation
Feature Summary
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Wall Mounted Wall Mounted

056 Flagship Range Series 068 Designer Range Series - High Spec & Design

058 Designer Range Series - High Spec & Design 070 Designer Range Series - High COP

060 Standard Range Series - High Efficiency & Comfort 072 Standard Range Series - High Efficiency & Comfort
062 New Standard Range Series - High Efficiency & Large Room 074 Standard Range Series - Comfort for Large Room
064 New ECO Range Series - Compact & Comfort 078 ECO Range Series - Compact & Comfort

066 ECO Range Series - Comfort for Large Room
(Cassette

Cassette 082 Compact (assette - 4-way Flow Series

080 New Compact Cassette - 4-way Flow Series 086 Circular Flow Series - Comfort for Large Room
084 New Circular Flow Series - Comfort for Large Room 088 4-way Flow Series - Comfort for Large Room

Duct Duct

092 New Slim Duct - Slim & Comfort 090 Mini Duct - Built-in Drain Pump
096 New Medium Static Pressure Duct - Compact & Comfort 094 Slim Duct - Slim & Comfort
100 New Medium Static Pressure Duct - Standard 098 Medium Static Pressure Duct - Compact & Comfort
104 New High Static Pressure Duct 102 Medium Static Pressure Duct - Standard
106 High Static Pressure Duct
108 Big Duct

Floor/Ceiling

110 Floor

112 Floor/Ceiling
114 Ceiling

043

=
=
o
7))




PRODUCT LINEUP

Split Overview

Fujitsu General provides our customers with 6 types and 116 models air conditioning system
ideal for various customer applications and layout. Environment-friendly new refrigerant R32

04k

models are added.

KX

Series

Series

@ . nocriax
Wall Mounted

Installation work is simple and easy for wall
mounted type. We have pursued airflow control
and energy saving including our dual side fan
equipped flagship models. At the same time,
their flat and simple designs that match the
interior are also attractive. We have a lineup
with many models that have adopted the new
environmentally friendly R32 refrigerant.

* Announced 2012. In room air conditioner for the home (our company's
investigation)

T Series

Series

\DY.¥

o

(Cassette

(assette type adapts to the interior. This type
blows air in four directions to perform the

air conditioning of entire spaces evenly. We
have a variety of series including Compact
models that have adopted a new design
panel to match grid ceilings and Circular Flow
models that deliver air in 360° directions.

Duct

The main unit of this type cannot be seen,
so your interior will feel clear. We have Mini
Duct and Slim Duct models available to
also enable installation in narrow spaces
in beams or above the ceiling. For a large
model suitable for air conditioning vast
spaces, multiple outlets can be installed by
only one unit. Therefore, these models are
recommended for unusual room layout.

Floor

Floor type with compact and slim design

is suitable for installation in both
residential and commercial. This model is
recommended as heating device because
it blows warm airflow from both above and
below outlets.

Floor/Ceiling

Two types of installation method - floor
installation and ceiling installation - can
be selected. This model has a compact
design with a width of 990 mm and a
depth of just 199 mm (ceiling installation:
height). This means they can handle
various installation conditions.

Ceiling

Installation work is as easy as with wall
mounted type. This model can be installed
neatly because it has a thin design

with a height of 240 mm. It delivers a
powerful wind far away from a wide outlet.
Therefore, this model is ideal for oblong
rooms such as large meeting rooms and
audiovisual rooms with depth.
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SPLIT

Indoor Units Lineup

FUJITSU GENERAL (Euro) GmbH participates in
the ECP programme for AIR CONDITIONERS.
Check ongoing validity of certificate:
www.eurovent-certification.com

* Models so marked are not ECC certified.

EUROVENT
- CERTIFIED
PERFORMANCE

www. eurovent-certification.com

046

: : Class Class
Refiigerant -E-
Flagship Range Series
noc ri C'X ASYG12KXCA
Egilg;e?&RS:s?;se”es ASYGO7KGTB | ASYGOIKGTB ASYGI2KGTB | ASYG14KGTB
afg;‘gﬁizﬁjesfy“gﬁoﬁgr‘fs ASYGO7KMTB* | ASYGOIKMTB* ASYG12KMTB* | ASYG14KMTB*
Wall
Mounted
Standard Range Series ™
High Efficiency & Large Room . .-...i-:f . ASYGTBKMTA ASYG2AKMTA
3 E__EFP\:]EF‘.'\H
Eggp‘;ﬁ:‘g&ﬁ;‘f P2y ASYGOTKPCA | ASYGOIKPCA ASYG12KPCA
Eggrfr??ogﬁaséé'giom ASYG18KLCA* ASYG24KLCA*
ggr;“gif;éoﬁz{ low Series M AUXGO9KVLA AUXGI2KVLA | AUXGI4KVLA | AUXGIBKVLA | AUXG22KVIA | AUXG24KVLA
P g —
Cassette
g’rf]'f’olf‘trhf['fggsee&ifn AUXGIBKRLB | AUXG22KRLB | AUXG24KRLB | AUXG3OKRLB | AUXG36KRLB | AUXG4SKRLB | AUXG54KRLB
18122124 30/36/45/54
Slim Duct a = ARXGOIKLLAP ARXGI2KLLAP | ARXGI4KLLAP | ARXGIBKLLAP
09/12/14 18
gfnd[::c':‘&sct:r:éiressure Duct n a a ARXGI2KHTAP | ARXGI4KHTAP | ARXGIBKHTAP | ARXG22KHTAP | ARXG24KHTAP | ARXG3OKHTAP | ARXG36KHTAP | ARXGASKHTAP | ARXGS4KHTAP
12114 18122124130 36/45/54
Duct
'S\f::(;:rg‘ Static Pressure Duct ‘ ARXG22KMLA | ARXG24KMLA | ARXG3OKMLA | ARXG36KMLA | ARXG4SKMLA
High Static Pressure Duct @ ARXG45KHTA | ARXG54KHTA

047
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SPLIT

EUROVE N T | FUITSUGENERAL (Euro) GmbH participates in
= CERTI F | E D/ thekCpPprogramme for AIR CONDITIONERS.
PERFORMANCE | Checkongoing validity of certificate:
www.eurovent-certification.com
www. eurovent-certification.com * Models so marked are not ECC certified.
. . Class Class
SIS ‘- 12 14 18 [ 24 [ 30 [ 3 [ 4 [ 5 [ 60 [ 72 [ 90 |
Designer Range Series il /ﬂ ASYGO9LTCA | ASYGIZLTCA
High Spec & Design e
Ei‘zsh'%g;’ Range Series l" = ASYGO7LUCA | ASYGOILUCA | ASYGI2LUCA ASYG14LUCA
Standard Range Series | ASYGO7LMCE | ASYGOILMCE | ASYGI2LMCE ASYG14LMCE
High Efficiency & Comfort >
Wa" SREFRIGERANT
Mounted B .
' i ASYGIBLFCA | ASYG24LFCC | ASYG3OLFCA
Standard Range Series
Comfort for Large Room
I ASYG30LMTA | ASYG36LMTA
ECO Range Series | ASYGO7LLCE | ASYGOILLCE | ASYGI2LLCE
Compact & Comfort n
Compact 4-way Flow Series =T AUYGI2LVLB AUYGI4LVLB | AUYGIBLVLB | AUYG24LVLA
Compact & Comfort _
Cassette | Circular Flow Series - AUXGIBLRLB | AUXG24LRLB | AUXG30LRLB | AUXG36LRLB | AUXG4SLRLB | AUXG54LRLB
Comfort for Large Room
18124 30/36/45/54
4-way Flow Series r o AUYG36LRLE
Comft fo Longe Room — AUYG3OLRLE | 2o | AUYGASLRLA | AUYGSALRLA
Mini Duct el é ARYGI2LSLAP* ARYG14LSLAP* | ARYG18LSLAP*
1214 18
Slim Duct ==h =—h ARYGI2LLTB ARYGI4LLTB | ARYGIBLLTB
1214 18
g?nd':cT&Sct;:f% E'essure Duct n m ﬂ ARYGI2LHTBP ARYG14LHTBP | ARYG18LHTBP | ARYG24LHTBP | ARYG3OLHTBP | ARYG36LHTBP | ARYG4SLHTBP | ARYG54LHTBP
P 12014 18124130 36/45/54
Duct
Medium Static Pressure Duct ‘ ARYG36LMLE
—— ARYG24LMLA | ARYG3OLMLE | jiov e o | ARYGASLMLA
High Static Pressure Duct EE H ARYG45LHTA | ARYGS4LHTA | ARYG6OLHTA
45154 60
Big Duct _ ARYG72LHTA* | ARYGIOLHTA*
Floor Compact & Comfort [ J AGYGOILVCA | AGYG12LVCA AGYGT4LVCA
'-‘__'_
Floor/Ceiling Comfort & Dual Design N ABYGI8LVTB | ABYG24LVTA
WREFRI !P-*'
Ceiling Comfort for Large Room 10/ o= i ABYG30LRTE :g¥g§2t21§ ABYG45LRTA | ABYG54LRTA
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Feature

High Efficiency

Optimized Inverter Control

- |-PAM (IPM*+PAM) inverter control

STV |_pAM inverter control is a technology which reduces

loss by adjusting the current waveform to a better
sine waveform. This promotes the effective use of
the input power supply to attain high performance.

IPM*: Intelligent Power Module

AVA V-PAM (Vector + I-PAM) inverter control

L2 \/-pAM inverter control reduces the effects of

magnetic flux and increases the maximum
speed and efficiency of the compressor by vector
control technology. With this technology, further
miniaturization, higher efficiency, and better
performance are attained.

Heat Exchanger forwall mounted

High density multi-path heat exchanger

Heat exchange performance is substantially improved
by thin and high-density heat exchanger and multi-path
efficiency technology.

High performance sub-cool heat exchanger

Higher performance achieved by mounting of counter
type bypass circuit. (Large multi type, VRF)

050

All DC Inverter
Technology

DC fan motor

DC twin rotary
compressor

DC twin rotary compressor

The high efficiency DCinverter type "2-cylinder
rotary compressor" is used for our product
ranges. It has achieved higher energy efficiency
compared with similar compressors by
optimizing the structure inside the compressor.

DC fan motor

DC fan motor produces high power, wide
operation range, and high efficiency.

Sine-wave DC inverter control

High efficiency operation is realized by using a
sine wave DCinverter control.

Multi-path heat exchanger

@5 mm] gRefrigeram
:i

20 mm

Multi-path (image)

High Energy Saving

Human sensor control
S.

and operates with lower capacity when people leave
the room. When people come back to the room, it
automatically returns to the previous operating mode.

lZa Economy operation

Limits the maximum operation current, and
the power consumption is cut down and the
maximum load is suppressed.

Economy operation

Temperature

Shift setting temp.

Setting temp. Normal operation

(In case of cooling operation) Time

Set temperature auto return
Relurn

* The setting temperature automatically returns
to the previous setting temperature.

* The time range in which the set temperature
can be changed is 10 to 120 minutes.

setting temp. Set temperature change Auto return
. 26°C ———————— - pa
Cooling 59 1
operation 4% [~ """ °
Settable time range
10 to 120 minutes
! ! Time
Setting temp. | g temperature change Auto return
25°Cr------2 ~
Heating 1
operation 23°C ———-7-------——————__
Settable time range
10 to 120 minutes
11:40 13:40  Time

58 Human sensor catches movements of people in a room,

SN ~ = .
S iy r AUTO
p 1
i 71 g saveEr (b frestart |
Judgment
Cooling/Dry (Over 20 min.) » +2°C*Max. 30°C
Set temp.
Heating
Set temp. . -4°C*Max. 16°C

i & 3 Room temperature set point
=3 limitation

OFFY

Auto OFF

The minimum and maximum temperature range
can be set giving further energy saving while
considering the comfort of the occupants.

30
°C

-

Normal set temp. range Limit set temp. range

Auto-off timer

* The indoor unit is turned off automatically
when it reaches to the preset operating time
frame.

* The time frame of the "Auto off timer" can be
flexibly scheduled.

+ Off time can be set from 30 to 240 minutes.

Normal Time
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SPLIT

More Comfort

Heating

it

Difuser

Powerful heating

High heating capacity is realized even at low outdoor temperature by
mounting a large heat exchanger or large DC rotary compressor and
developing high performance inverter PCB

Power diffuser

Precision wind direction
control is realized and
ventilation efficiency is also
improved by 3 technologies.
Our airflow control makes
your environment more
comfortable.

Vertical airflow

HEN -
33 32 31 30 29 (0

Horizontal airflow

[Tl
15 16 17 18 (‘0

Powerful operation

Continuous operation by maximum airflow and
maximum compressor speed after a certain
period of time allows the temperature to reach
the setting temp. quickly.

Powerful

& 10°C Heat operation

5% When you leave, minimum heating operation is

performed to maintain the room temperature.
(Maintained at 10°C)

Temperature

20°C

10°C

Setting temp.

Normal mode

Powerful operation mode

Time

IntNitoperaiion START

=11 Uniform air conditioning

Individual

Circular airflow to achieve uniform air

conditioning without temperature unevenness =

in workspaces
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Quiet and Comfort Control

Low Noise Technology

Outdoor unit fan

Outdoor unit fan design with little
separation vortex, fan control to minimize
the air volume and top class low noise

@ P

LowNoise

~d
Intake

054

seiwh Myl

e HI

Outdoor unit low noise operation

Users can choose low noise levels, depending on
the installation environment. The operation time
can be set using the timer.

Air
conditioning
load factor

Capacity 100%

Operating  Rated
sound

| ——|  Time

Quiet priority low noise mode

FI'ESh air intake for Cassette, Duct, Ceiling

Fresh air can be taken in by a fan which can be
connected using external control unit.

Air stabilizer in Duct

Low noise duct structure with a built-in
air stabilizer

v Auto-changeover function
N

SEERES At Auto setting, the cooling/heating
mode is automatically switched according
to the set temperature and room
temperature.

2°C

0.5°C
Set Temp.
-0.5°C

=== (ooling operation ~ ==== Cooling fan operation
= Heating operation ===« Heating fan operation

Fresh Air Intake kit

Feature Explanation

Energy Saving Function

73

Dual side fans

The comfortable space can be created with Hybrid
Airflow, which combines different temperatures of
air current and velocities.

Economy mode

Thermostat setting automatically changes
according to the temperature to avoid
unnecessary cooling and heating.

Comfortable Function

vy

Powerful

@

Changeover

Powerful heating
Keeping the rated heating capacity even when the
outdoor ambient temperature is -7°C.

Powerful mode
Operation at maximum air flow and compressor
speed, and quickly makes the room comfortable.

Auto-changeover

The unit automatically switches between heating
and cooling modes based on your temperature
setting and the room temperature.

Automatic fan speed

The micro-computer automatically adjusts the
airflow effectively to follow the changes of room
temperature.

Fresh air intake
Fresh air can be taken in by a fan which can be
connected using external control unit.

Convenient Function

OFFY

S

Auto OFF

Auto off timer
Automatically stops operation when a fixed time
has elapsed from the start of operation.

Weekly timer
Different ON-OFF times can be set for each day.

External error output

Clean Function

Plasma

0 =

Plasma air clean

The electrostatic precipitator removes dust particles
such as pollens and house dust. It is washable and
can be always maintained clean.

Apple-catechin filter
The Apple-catechin filter uses static electricity to
clean fine particles and dust in the air.

Installation

Automatic airflow adjustment
Automatically detects required airflow in each
application case and adjusts the volume.

Save

i 10

S;l:l'emp.

3
I

HEAT

Up/down

=

Restart

(=]

Drain Pump

Save human sensor

Human sensor detects the movement of people in
the room and judges whether the energy saving
operation.

Room temperature set point limitation
The minimum and maximum temperature range
can be set giving further energy saving while
considering the comfort of the occupants.

Power diffuser

An additional louver that opens based on
monitoring sensors to quickly enhance immediate
comfort needs.

10°C HEAT operation

The room temperature can be set to go no lower
than 10°C, thus ensuring that the room does not
get too cold when not occupied.

Up/down swing flaps
The up/down flaps automatically swing up and
down.

Auto restart

In the event of a temporary power failure, the air
conditioner will automatically restart in the same operating
mode as before, once power supply is restored.

Connectable distributing duct
Systems are capable of attaching Locally
purchased branch ducts distributing the airflow.

Sleep timer

The micro-computer gradually changes the room
temperature automatically to afford a comfortable
night's sleep.

Weekly + setback timer

Weekly + Setback timer can set temperature for
two times spans and for each day of the week.

External ON/OFF input

Filter auto clean

The dust collected by the air filter is automatically
removed. A routine disposal of the dust stored in
the dust box is necessary.

Long life filter

Drain pump as standard

Save+smp

o

Retumn

=
==
SEWEY RDDW

Q
LowNoise

CON

1

7,

Duct

i

Individual

N
prog ram

o
g}
Filter

:))))

—
>
=2

L

g
£

Save & Stop human sensor

Human sensor (option) detects movement of
people in the room and decides whether to save
energy or stop the unit.

Set temperature auto return
The setting temperature automatically returns to
the previously set temperature.

Server room operation
Interlock operation is possible by connecting 2
indoor units even in the low temperature.

Low noise mode
Sound noise level of outdoor unit can be selected.

Double swing automatic

Complex swing action of flaps enables
automatically to swing both horizontal and
vertical directions.

Connectable fresh air duct

Outside air can be introduced by attaching Locally
purchased duct to fresh air knockout and optional
part.

Individual airflow direction control

Each louver of 4-way (assette type can be
controlled individually and provides comfortable
airflow.

Program timer
This digital timer allows selection of one of four
options: ON, OFF, ON » OFF or OFF » ON.

Filter sign
Indicates the filter cleaning period by lamp.

Wireless LAN control

The exclusive Wireless LAN adaptor enables to
operate the air conditioner by smartphone or
tablet PC from outside.

lon deodorization filter

The filter deodorizes by powerfully decomposing
absorbed odors using the oxidizing and
reducing effects of ions generated by the ultra-
fine-particle ceramic.

Washable panel

Since the front panel is easy to remove,
maintenance is also easy.

Blue fin

DC

All DC models

Si@

1-PAM control models

I-PAM inverter control is a technology which
reduces loss by adjusting the current waveform to
a better sine waveform.

<

<
o
>
=

V-PAM control models

V-PAM inverter control reduces the effects of
magnetic flux and increases the maximum speed
and efficiency of the compressor by vector control
technology.
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SPLIT

Wall Mounted
Flagship Range

nocriaX

-
DUAL BLASTER

DC

1
Auto

Comfortable airflow control to prevent
the body from being exposed to airflow

The comfortable space can be created
with Hybrid Airflow, which combines
. different temperatures of air current
puarmaster - aNd velocities.

Filter Auto Clean

2 Dust on the filter is automatically removed to
prevent power from being wasted by the clogged
filter.

Main brush

Dust

Self-cleaning brush

Dust collection box
Dust is stored in the collection box.

*2: Announced 2002. In room air conditioner for the home (our company's investigation)

Plasma Air Clean

Airis cleaned with an electric dust collecting technology.
Pollen, house dust and other tiny pollutants are collected and
removed with static electricity.

W .

Human Sensor

The Human sensor detects movement of people in a room and operates at reduced capacity
when people leave the room. When people return to the room, the system automatically

returns to the previous room settings.

~ Aperson leaves the room

Electrostatic dust collector
SEER SCOP
Rank

gy .0 D.]

" Energy saving operation . Backto original operation

Model: ASYG12KXCA

i

Wireless R.C. Wireless
LAN Interface

Specifications
Model No.
Power Source Single-phase, ~230V, 50Hz
. Cooling 3.4 (0.6-5.3)
Capacity Heating kw 5.0 (0.6-9.0)
Input Power Cooling/Heating kw 0.670/1.020
EER Cooling 5.09
cop Heating W 4.90
Pdesign Cooling/Heating(-10°C) kw 3.4/3.5
SEER Cooling 8.50
SCop Heating (Average) Wiw 5.10
Energy Efficiency Cooling Attt
Class Heating (Average) At++
Max. Operating Current Cooling/Heating A 9.0/16.0
Annual Energy Cooling 140
Consumption Heating KWhva 961
Moisture Removal I/h 1.2
Indoor (Cooling) H/M/LIQ 46/42/38/28
Sound Pressure Level Indoor (Heating) H/M/LIQ 48/43/39/30
Outdoor(Cooling/Heating) | High dB(A) 44143
Indoor(Cooling/Heating) | High 58/62
sound Power Level Outdoor(Cooling/Heating) | High 57/57
, Indoor / Outdoor (Cooling) ) s 670/2,230
Alrflow Rate Indoor Outdoor (Heating) | 9" mh 810/1,975
Net Dimensions Indoor mm 293x786x378
HxWxD Outdoor mm 704x820x315
. Indoor kg(lbs) 20 (44)
Weight Outdoor kg(Ibs) 41 (90)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.81t0 16.7
Max Pipe Length (Pre-Charge) m 15 (15)
Max Height Difference 10
) Cooling Y -10to 43
Operation Range Heating (DB 5 t0 2%

) Type (Global Warming Potential) R32 (675)
Refrigerant Charge [kg(C02eq 1) 130(0.9)
Dimensions
(Unit: mm)

786 378
/
/
o I
o
~ \
*
[¥a)
[ el
!
Front view

Side view z%
/

*Dimensions in case of air flowing downward
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SPLIT
Model: ASYGO7KGTB / ASYGO9KGTB / ASYG12KGTB / ASYG14KGTB

Wall Mounted

Designer Range

High Spec & Design

Wireless R.C.

=

i.\, -1.1---“

Specifications

o ASYGO7KGTB ASYGO9KGTB ASYG12KGTB ASYG14KGTB
odel No.
AOYGO7KGCA AOYGO9KGCA AOYG12KGCA AOYG14KGCA

©

GOOD

DESIGN g = Power Source Single-phase, ~230V, 50Hz
" : Cooling 2.0 2.5 3.4 4.2
Capacity Heating kw 25 28 4.0 54
ALL " 1 Input Power Cooling/Heating KW 0.400/0.500 0.555/0.560 0.805/0.910 1.175/1.350
DC oy | Powertut | HEAT EER Cooling " 5.00 450 422 357
coP Heating 5.00 5.00 4.40 4.00
Pdesign Cooling/Heating(-10°C) kW 2.0/2.3 2.512.4 3.4/2.5 4.2/4.0
SEER Cooling WwW 8.52 8.52 8.51 711
Scop Heating (Average) 5.12 511 5.10 4.31
Energy Efficiency Cooling At++ At++ A+++ A+
Class Heating (Average) At At Attt A+
Max. Operating Current Cooling/Heating A 6.5/9.0 6.5/9.0 6.5/9.0 9.0/10.5
. . Annual Energy Cooling KWhia 82 103 140 207
ngh energy saving Consumption Heating 628 658 685 1,298
Moisture Removal I/h 1.0 1.3 1.8 2.1
Top class high efficiency is achieved by high efficient lamda heat Indoor (Cooling) HIMIL/Q 38/33/29/19 4013412919 403513019 43/36/30/20
exchange[, Ia[ge cross flow fan and new [ef[ige[anL Sound Pressure Level Indoor (Heating) H/M/LIQ 41/35/31/21 42/36/31/21 42/38/33/21 44/39/33/24
Outdoor(Cooling/Heating) | High dB(A) 46/46 46/48 50/50 50/50
Sound Power Level Indoor(Cooling/Heating) | High 54/56 55/57 56/58 57/59
SEER SCOP Outdoor(Cooling/Heating) | High 61/62 61/63 65/66 65/66
* * ; Indoor / Outdoor (Cooling) | High 3 650/1,610 700/1,610 700/1,680 770/1,680
Airflow Rate . - m’/h
Indoor / Outdoor (Heating) | High 720/1,560 750/1,610 770/1,580 800/1,580
8 5 5 Net Dimensions Indoor mm 270%834x215 270%834x215 270x834x215 270x834x215
. @ © HxWxD Outdoor mm 542x799x290 542x799%290 542x799%290 542x799%290
1:07,09,12 models et Indoor kq(Ibs) 10(22) 10 (22) 10 22) 10 (22)
eight Outdoor kq(Ibs) 30 (66) 30 (66) 31 (68) 32 (70)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52
Hybrid-heat exchanger @107 Large cross-flow fan Human sensor Drain hose Diameter (1.0./0.0.) 13.8/158t0 167
The heat exchange efficiency has been With the large-diameter fan, efficient Human sensor catches movements of people in a room, Max Plpg Length (Pre-Charge) " 20 (15)
significantly improved with the large hybrid heat air volume can be obtained at low and operates with lower capacity when people leave the Max Height Difference i 1
exchanger, attaining the top-level SEER and SCOP. power. room. When people come back to the room, it automatically Operation Range EIZ:L';Z °(DB 1[5) Ez ;i

@ 5mm
Hi-density heat
exchanger

Optional parts

TEUUTE 0 presD9LS @il [radle. Refrigerant Type (Global Warming Potential) R32 (675)
. Charge [ kg(C02eq-T) 075 (0.5) [ 075 (0.5) [ 0.85 (0.6) \ 0.85 (0.6)
@ 7mm % Ty, — . . Ty, —
Large heat v - »
exchanger (t 4 SAVE! ‘ > AUTO
295 RESET

®1 07 Wired Remote Controller: UTY-RNRYZ3, UTY-RLRY
Simple Remote Controller: UTY-RSRY, UTY-RHRY
External Input and Output PCB: UTY-XCSXZ2

Communication kit: UTY-TWRXZ2
Wireless LAN Interface: UTY-TFSXW1
External connect kit: UTY-XWZX
. . . &
Comfortable airflow & Silent operation l 5
The big louver and the new air blowing structure have attained h--—-"‘"'_'_'-— 'I 9 Dimensions
a comfortable air flow that spreads wider to user's feet and silent dB(A) (Unit: mm)
operation. (07/09/12 models)
[ Cooling only
- 834 215
(, O
Smart device Control (option) o
~
Easy air conditioner control from inside or outside the house and office Wireless LAN Interface
using the Smartphones, Tablets, and PC. The exclusive Wireless LAN adaptor enables to
operate the air conditioner by smartphone or L = 0 Z4
tablet PC from outside. L.

058 059
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Wall Mounted

Standard Range
High Efficiency & Comfort

600D
DESIGN
DC

=
N N [
Auto | t) ’
Changeover Restart | Steep J Program | Filter

Slim & stylish square design

Slim and stylish square design is realized by high density multi-
path heat exchanger and high efficiency wind blower.

Hybrid-heat exchanger

@ 7mm
Large heat
exchanger

@ 5mm
Hi-density heat
exchanger

High energy saving

Top class high efficiency is achieved by high efficient lamda heat
exchanger, large cross flow fan and new refrigerant.

Rank *1

Conling SEER scop

i /L L4
th ° °

*1:07/09 models

*2:12 model

Comfortable airflow & Silent operation

The big louver and the new air blowing structure have attained
a comfortable air flow that spreads wider to user's feet and silent
operation.

20ds(n)

Cooling only

Smart device Control (option)

Easy air conditioner control from inside or outside the house and office
using the Smartphones, Tablets, and PC.

060

Wireless LAN Interface

The exclusive Wireless LAN adaptor enables to
operate the air conditioner by smartphone or
tablet PC from outside.

Model: ASYGO7KMTB / ASYGO9KMTB / ASYG12KMTB / ASYG14KMTB

—

Specifications

Wireless R.C.

For ASYGO7/09/12KMTB

For ASYGT4KMTB

o ASYGO7KMTB ASYGOIKMTB ASYG12KMTB ASYG14KMTB
odel NoO.

AOYGOTKMTA AOYGOIKMTA AOYG12KMTA AOYG14KMTA

Power Source Single-phase, ~230V, 50Hz
. Cooling 2.0 (0.9-3.0) 2.5(0.9-3.2) 3.4(0.9-3.9) 4.2 (0.9-4.4)
Capacity Heating Kw 2.5 (0.93.4) 2.8 (0.9-4.0) 4.0(0.95.3) 5.4 (0.9-6.0)
Input Power Cooling/Heating kw 0.450/0.555 0.630/0.620 0.935/0.960 1.220/1.410
EER Cooling WIW 4.43 3.97 3.65 3.44
cop Heating 4.52 4.52 417 3.83
Pdesign Cooling/Heating(-10°C) kw 2.0123 2.512.4 3.412.5 4.214.0
SEER Cooling WIW 7.40 7.40 7.30 6.90
SCOP Heating (Average) 4.10 4.10 4.40 4.10
Energy Efficiency Cooling A+t A+t A+t Avt
Class Heating (Average) A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 6.5/9.0 6.5/9.0 6.5/9.0 6.5/9.0
Annual Energy Cooling KWhia 95 118 163 213
Consumption Heating 785 819 795 1367
Moisture Removal I/h 1.0 1.3 1.8 2.1
Indoor (Cooling) H/IM/LIQ 38/33/29/20 40/34/29/20 40/35/30/20 43/36/30/20
Sound Pressure Level Indoor (Heating) H/IM/LIQ 41/35/31/22 42136131122 42/38/33122 44/39/33/24
Outdoor(Cooling/Heating) | High dB(A) 46146 46146 50/50 50/50
Sound Power Level Indoor(Cooling/Heating) | High 54/56 55/57 55/58 57/59
Outdoor(Cooling/Heating) | High 61/61 61/62 65/65 65/66
. Indoor / Outdoor (Cooling) | High 5 650/1,650 700/1,650 700/1,700 770/1,680
Airflow Rate - - m’/h
Indoor / Outdoor (Heating) | High 720/1,450 750/1,450 770/1,470 800/1,580
Net Dimensions Indoor mm 270x834x222 270x834x222 270x834x222 270x834x222
HxWxD Outdoor mm 541x663x290 541x663x290 541x663x290 542x799x290
Weight Indoor kg(lbs) 10 (22) 10 (22) 10 (22) 10 (22)
Outdoor kg(Ibs) 23 (51) 23 (51) 25 (55) 31 (68)
Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/9.52 6.35/9.52 6.35/9.52
Drain hose Diameter (I.D./0.D.) mm 13.8/15.8 to 16.7 13.8/15.8 to 16.7 13.8/15.8 to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) 20 (15) 20 (15) 20 (15) 20 (15)
Max Height Difference m 15 15 15 15
. Cooling N -10 to 46 -10 to 46 -10 to 46 -10 to 46
Operation Range Heating (o8 15 t0 24 15 t0 24 15 t0 24 15 t0 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675)
Charge ‘ kg(CO2eq-T) 0.6 (0.405) 0.6 (0.405) 0.7 (0.473) 0.85 (0.574)
Optional parts
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller: UTY-RSNYM
External connect kit: UTY-XWZXZ5
Communication kit: UTY-TWBXF2
Wireless LAN Interface:  UTY-TFSXW1
Dimensions
(Unit: mm)
834 222
7 3
o
N
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PRODUCT LINEUP

SPLIT

Wall Mounted

Standard Range
High Efficiency & Large Room

DC Poverul | HEAT

High energy saving

Top class high efficiency is achieved by high efficient lamda heat
exchanger, large cross flow fan and new refrigerant.

Ll SEER SCOP

Cooling *‘I *'I

A++

Heating

A+

° °
*1: 18 model

. a5
Hybrid-heat exchanger Hi_dr:r[,];ity heat
The heat exchange efficiency exchanger
has been significantly improved
with the large hybrid heat
exchanger, attaining the top- f’zmrﬂ 0
level SEER and SCOP. exchanger

@107 Large cross-flow fan
With the large-diameter fan,
efficient air volume can be
obtained at low power.

@107

Model: ASYG18K

MTA / ASYG24KMTA

For ASYG18KMTA For ASYG24KMTA

Smart device Control (option)

This model can be controlled from anywhere using smart device by
installing optional wireless LAN interface. Wireless LAN interface can be
installed easily without specialized installation work.

New
Wireless
LAN Interface
(USB)

-,
Sy

062

Low ambient operation

Cooling 46°C

Heating 24°C

-15°C

at Heating

-10°C

-15°C

Specifications
Model No.
Power Source Single-phase, ~230V, 50Hz
X Cooling 5.2(0.9-6.0) 7.1(0.9-8.3)
Capacity Heating kw 6.3(0.9-8.7) 8.0(0.9-10.1)
Input Power Cooling/Heating kw 1.39/1.56 2.08/1.91
EER Cooling 374 3.41
cop Heating ww 4.04 419
Pdesign Cooling/Heating(-10°C) kw 5.2/4.8 71171
SEER Cooling WIW 177 7.28
SCoP Heating (Average) 4.56 418
Energy Efficiency Cooling A++ A+t
Class Heating (Average) A+ A+
Max. Operating Current Cooling/Heating A 9.5/13.5 13.5/16.0
Annual Energy Cooling KWhia 234 341
Consumption Heating 1,472 2,372
Moisture Removal I/h 13 2.7
Indoor (Cooling) H/M/LIQ 45/40/35/29 49/40/35/29
Sound Pressure Level Indoor (Heating) H/M/LIQ 46/40/35/29 49/40/35/29
Outdoor(Cooling/Heating) | High dB(A) 50/50 54/52
Indoor(Cooling/Heating) | High 60/61 65/65
sound Power Level 1 - Cooling/Heating) | High 65/65 67/66
, Indoor / Outdoor (Cooling) | High B 980/2,346 1,170/3,240
Alflow Rate Indoor / Outdoor (Heating) | High mh 1,020/2,100 1,170/2,820
Net Dimensions Indoor mm 280 x 980 = 240 280 x 980 x 240
HxWxD Outdoor mm 632 x 799 x 290 716 x 820 x 315
. Indoor kg(lbs) 12.5 12.5
Weight Outdoor kqllbs) 36(79) 02(93)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/12.70 6.35/12.70
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8to 16.7
Max Pipe Length (Pre-Charge) m 25(15) 30(15)
Max Height Difference 20 25
) Cooling Y -10 to 46 -10 to 46
Operation Range Heating (o8 510 24 1510 24
: Type (Global Warming Potential) R32 (675) R32 (675)
Refrigerant Charge [kq(COZeqT) 1.02(0.689) 132(0.891)
Optional parts
Wired Remote Controller: UTY-RNRYZ3, UTY-RLRY
Simple Remote Controller: UTY-RSRY, UTY-RHRY
External input and output PCB: UTY-XCSXZ2
External connect kit: UTY-XWZXZ5
Communication kit: UTY-TWRXZ2
Wireless LAN Interface: UTY-TFSXF2
Dimensions
(Unit: mm)
) 980 ) 240 )
[ [ !
(=}
e
~N

Y
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PRODUCT LINEUP

064

SPLIT

Wall Mounted
ECO Range

Compact & Comfort

ALL
DC

) S
Powerful ] changeover a i Washable

Slim & stylish square design

Slim and stylish square design is realized by high density multi-
path heat exchanger and high efficiency wind blower.

W78 mm —m

H 270 mm
D 224 mm

High energy saving

Top class high efficiency is achieved by high efficient lamda heat
exchanger, large cross flow fan and new refrigerant.

Rank *1

Cooling SEER SCOP

A++ 6 7 9 [I- —I *2
}K{l\'\-q w9 . .

*1:07/09 models

*2:12 model

Comfortable airflow & Silent operation

The big louver and the new air blowing structure have attained
a comfortable air flow that spreads wider to user's feet and silent
operation.

22

Cooling only
-
Smart device Control (0ption) Low ambient operation
This model can be controlled from anywhere using smart device by
installing optional wireless LAN interface. Wireless LAN interface can be Cooling 46°C
installed easily without specialized installation work.
\"llv?rvlless Heating 24°C
Pt LAN Interface _1 SOC
<= (USB)
S \3 g . at Heating
\ \,/‘”’ 10°C 15

Model: ASYGO7KPCA / ASYGO9KPCA / ASYG12KPCA

Specifications

Wireless R.C.

o ASYGOTKPCA ASYGO9KPCA ASYG12KPCA
odel No.
AOYGO7KPCA AOYGO9KPCA AOYG12KPCA
Power Source Single-phase, ~230V, 50Hz
. Cooling 2.0 (0.9-2.8) 2.5(0.9-3.0) 3.4(0.9-3.7)
Capacity Heating kw 2.5 (0.9-3.4) 2.8(0.93.8) 3.8 (0.9-4.8)
Input Power Cooling/Heating kw 0.48/0.63 0.71/0.79 1.00/1.14
EER Cooling 417 3.52 3.40
cop Heating ww 3.97 3.54 3.33
Pdesign Cooling/Heating(-10°C) kw 2.012.2 2.512.4 3.412.5
SEER Cooling WIW 6.70 6.70 6.30
SCoP Heating (Average) 4.00 4.00 4.10
Energy Efficiency Cooling At+ A++ A++
Class Heating (Average) A+ A+ A+
Max. Operating Current Cooling/Heating A 6.5/9.0 6.5/9.0 6.5/9.0
Annual Energy Cooling KWhia 104 131 189
Consumption Heating 769 840 853
Moisture Removal I/h 1.0 1.3 1.8
Indoor (Cooling) H/IM/LIQ 45/38/31/22 45/38/31/22 46/40/33/22
Sound Pressure Level Indoor (Heating) H/M/LIQ 45/40/36/26 45/40/36/26 46/40/35/27
Outdoor(Cooling/Heating) | High dB(A) 45146 47147 49/51
Indoor(Cooling/Heating) | High 57/58 57/58 59/59
sound Power Level 1\ Cooling/Heating) | High 57/58 59/59 62/62
Aiflow Rate Indoor / Outdoor (Cooling) | High mh 630/1,650 630/1,650 630/1,700
Indoor / Outdoor (Heating) | High 630/1,450 630/1,450 630/1,470
Net Dimensions Indoor mm 270x784x224 270x784x224 270x784x224
HxWxD Outdoor mm 541x663x290 541x663x290 541x663x290
Weight Indoor kg(lbs) 8(18) 8(18) 8(18)

9 Outdoor kg(Ibs) 23 (51) 23 (51) 25 (55)
Connection Pipe Diameter (Liquid / Gas) i 6.35/9.52 6.35/9.52 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8 to 16.7 13.8/15.8 to 16.7
Max Pipe Length (Pre-Charge) m 20 (15) 20 (15) 20 (15)
Max Height Difference 15 15 15

. Cooling N -10 to 46 -10 to 46 -10 to 46
Operation Range Heating (o8 15 t0 24 15 t0 24 15 t0 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675)

9 Charge [ kg(C02eq-T) 0.55 (0.371) 0.55 (0.371) 0.59 (0.398)
Optional parts
Wireless LAN Interface: ~ UTY-TFSXF2
Remote Controller Holder: UTZ-RXLA
Dimensions
(Unit: mm)
784 224

: [
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PRODUCT LINEUP

SPLIT
Model: ASYG18KLCA / ASYG24KLCA

Wall Mounted - 5
ECO Range e

Comfort for Large Room

= L

Wireless R.C.

-

For ASYG18KLCA For ASYG24KLCA

Specifications

Power Source Single-phase, ~230V, 50Hz
, Cooling 5.2(0.9~5.5) 7.1(0.9~7.7)
Capacity Heating Kw 6.3(0.6~7.67) 8.0(0.9-9.0)
Input Power Cooling/Heating kW 1.685/1.80 2.4212.225
EER Cooling 3.09 2.93
cop Heating W 3.50 3.60
Pdesign Cooling/Heating(-10°C) kW 5.20/4.80 7.10/7.10
SEER Cooling o 7.20 7.10
SCOP Heating (Average) 430 4.00
Energy Efficiency Cooling A+ A+
Class Heating (Average) A+ A+
Max. Operating Current Cooling/Heating A 9.5/13.5 13.5/17.5
Annual Energy Cooling 253 350
. . ) kWh/
Narrow width & Compact Design W79 mm——7- Consumption Heating : 1563 2485
Moisture Removal I/h 1.9 3.1
High performance and compact design model. Powerful airflow is Indoor (Cooling)  [H/M/L/Q 47144140135 51/45/38/33
realized despite 790 mm width compact desian for compact spaces Sound Pressure Level Indoor (Heating) HIM/L/Q 50/45/41137 52/45/41/37
h bed p h ffi p 9 P p H 293 mm Outdoor(Cooling/Heating) | High dB(A) 50/56 55/57
such as bed room or home office. = 1 Indoor(Cooling/Heating) | High 60/65 64165
D 249 mm Sound Power Level
Outdoor(Cooling/Heating) | High 61/66 65/67
5 ) Indoor / Outdoor (Cooling) | High 5 865/1,830 1,040/2,885
werful a W
: : Alrflow Rate Indoor / Outdoor (Heating)| High m/h 995/2,265 1,040/3,030
Net Dimensions Indoor mm 293x790x249 293x790x249
HXxWxD Outdoor mm 542x799x290 632x799x290
, Indoor kg(lbs) 9.5(21) 10.0 (22)
Weight Qutdoor kgllbs) 33(73) 38 (84)
1 = . Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/12.70
Econom ration E] Economy operation P 4
conomy operatio g Y op Drain hose Diameter (1.0./0.D.) mm 13.8/15.8t0 16.7 13.8/15.810 16.7
. . . . I3 Max Pipe Length (Pre-Charge) 25 (15) 30 (15)
° E . .
Sett}ng temperaFure is shifted by 1°C §utomat|cally. Thermostat ' ] Shift setting temp. Nax Height Difference m 20 %
setting automatically changes according to the temperature to avoid N Omeration Ranae Cooling 0o 0t046 0046
unnecessary cooling and heating. 1 , v P 9 Heating 15 t0 24 T5to 24
Setting temp. Normal operation fefrieront Type (Global Warming Potential) R32(675) R32(675)
9 Charge [ kg(CO2eqT) 0.85(0.574) 1.10(0.743)
(In case of cooling operation) Time
. < N
Powerful operation E Setting temp.
g
20 minutes continuous operation by maximum airflow and maximum 5
compressor speed is possible. Rapid cooling and heating makes the Normal mode
room comfortable quickly. . Dimensions
Powerful operation mode -
(Unit: mm)
Time
790 249
TR
ON-OFF Programmable timer Low ambient operation
You can set an integrated ON-OFF or OFF-ON timer suitable for your life Cooling 46°C X
. " o~
style. (Setting time: 0.5, 1, 1.5, 2, 2.5, -----9.5, 10, 11, 12 hours)
Heating 24°C
o ! B
= | | =
at Heating
-10°C -15°C
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SPLIT

Wall Mounted

Designer Range
High Spec & Design

reddot design award
=+« W Winner 2012

DC i-PAM

.
10N

( N
Big open panel and High density multi path heat exchanger
Thin & Slim design , ,
Large intake Refrigerant
Thin and slim design is realized 25 mm a* ‘l
by high density multi-path heat ; =

exchanger and high efficiency

wind blower. Open panel

Large fan 20 mm Distributor 4-path
H282 xW870 x D185 185 mm -

Human sensor

Human sensor catches movements of people in a room, and operates
with lower capacity when people leave the room. When people come
back to the room, it automatically returns to previous operating mode.

Powerful heating —
. - N Zg 40 New model Z2 40

Rated heating capacity is maintained up to an outdoor temperature 8= T 8= 45 /T
lower than -7 °C. This new model can operate even at -20 °C low outdoor ESRY /_ 2 g0 | 7 Cuentmodel
tem s / Current model = H

perature. S | v g o i

= e
25 20 15 -10-75 0 5 10 25 20 15 -10-7-5 0 5 10

Outdoor Temperature (°C) Outdoor Temperature (°C)

3 Mode timer
(Weekly/Program/Sleep)

Low ambient operation

3

2 Cooling 43°C

Weekly timer can be easily set by wireless

remote controller. ON, OFF can be set up to 4 Heating 24°C
times in 1 day and up to 28 times in T week. o
For other modes, program timer and sleep —20 C
timer can be also selected by one push. at Heating
-10°C -20°C

Model: ASYGO9LTCA / ASYG12LTCA

Specifications

Model No.

REGRIGERANT

RETOA

Wireless R.C.

4 .

For ASYGOILTCA

For ASYG12LTCA

ASYGI2LTCA
AQYG12LTC

Power Source Single-phase, ~230V, 50Hz
. Cooling 2.5(0.9-3.5) 3.5 (1.1-4.0)
Capacity Heating kw 3.2(0.9-5.4) 4.0 (0.9-6.5)
Input Power Cooling/Heating kw 0.505/0.660 0.850/0.910
EER Cooling 4.95 412
cop Heating W 4.85 4.40
Pdesign Cooling/Heating(-10°C) kw 2.513.0 3.5/4.0
SEER Cooling WIW 8.50 8.50
SCOP Heating (Average) 4.60 4.60
Energy Efficiency Cooling At++ At++
Class Heating (Average) A+t A++
Max. Operating Current Cooling/Heating A 6.5/9.0 9.0/10.5
Annual Energy Cooling 103 144
Consumption Heating KWhva 912 1,217
Moisture Removal I/h 1.3 1.8
Indoor (Cooling) H/IM/LIQ 42/36/32/21 43/37/32/21
Sound Pressure Level Indoor (Heating) HIM/LIQ 42137/32/21 43/38/32/21
Outdoor(Cooling/Heating) | High dB(A) 48/50 48149
Indoor(Cooling/Heating) | High 59/61 60/62
sound Power Level 1\ Cooling/Heating) | High 63/65 64165
X Indoor / Outdoor (Cooling) | High 5 800/1,700 850/2,050
Alrflow Rate Indoor / Outdoor (Heating) | High m/h 800/1,700 850/2,000
Net Dimensions Indoor mm 282x870x185 282x870x185
HxWxD Outdoor mm 540x790%290 620x790x290
. Indoor kg(lbs) 9.5(21) 9.5(21)
Weight Outdoor kqllbs) 33(73) 40 (88)
Connection Pipe Diameter (Liquid / Gas) i 6.35/9.52 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8 to 16.7
Max Pipe Length (Pre-Charge) m 20 (15) 20 (15)
Max Height Difference 15 15
) Cooling N -10 to 43 -10to 43
Operation Range Heating (o8 -20to 24 -20to 24
. Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant
Charge \ kg(CO2eq-T) 1.05(2.2) 1.20 (2.5)
Optional parts
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller: UTY-RSNYM
Communication kit: UTY-TWBXF2
Wireless LAN Interface:  UTY-TFNXZ1
External Connect Kit: UTY-XWZXZ5
Dimensions
(Unit: mm)
) v
Cal o o
S E
S
T\
~
m
~ m
@
o~
/
870 185
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REFRIGERANT

RETOA

SPLIT
Model: ASYGO7LUCA / ASYGO9LUCA / ASYG12LUCA / ASYG14LUCA

Wall Mounted

Designer Range
High COP

Wireless R.C.

For ASYGO7/09LUCA For ASYG12/14LUCA

Specifications

o ASYGOTLUCA ASYGOILUCA ASYGI2LUCA ASYGT4LUCA
odel NoO.
AOYGO7LUCA AOYGO9LUCB AOYGI2LUC AOYGI4LUC

reddot design award
® Winner 2012

Power Source Single-phase, ~230V, 50Hz
00 | . Cooling 2.0 (0.5-3.0) 2.5(0.5-3.2) 3.5(0.9-4.0) 4.2 (0.9-5.0)
Capacity Heating Kw 3.0 (0.5-4.0) 3.2(05-4.2) 4.0 (0.95.6) 5.4 (0.9-6.0)
i Input Power Cooling/Heating kw 0.460/0.740 0.555/0.680 0.905/0.930 1.235/1.380
DC]| ioan EER Cooling W 435 4.50 3.87 3.40
oP Heating 4.05 471 430 391
Pdesign Cooling/Heating(-10°C) kw 2.012.6 2.512.8 3.5/3.9 4.214.8
SEER Cooling W 7.20 7.10 7.05 6.78
Scop Heating (Average) 4.02 4.10 4.00 4.00
Energy Efficiency Cooling A++ A++ A++ A++
Class Heating (Average) A+ A+ A+ A+
( h Max. Operating Current Cooling/Heating A 6.0/7.5 6.0/7.5 6.5/9.0 9.0/10.5
. X . Big open panel and High density multi path heat exchanger Annual Energy Cooling Whi 97 123 174 217
Thin & Slim de5|gn . ) Consumption Heating e 887 956 1363 1677
Large intake Refrigerant Moisture Removal i/ 10 13 18 21
Thin and slim design is realized by 25 mm = ‘l Indoor (Cooling) H/M/LIQ 38/35/31121 42/36/32121 43137132121 45140/33/25
@5 mm heat exchanger and high : F:E < Sound Pressure Level|  Indoor (Heating) H/M/LIQ 38/35/31121 42137132121 43/38/32/21 45/40/34/27
efficiency wind blower. Outdoor(Cooling/Heating) | High dB(A) 46146 48/48 50/50 50/50
Open panel Sound Power Level Indoor(Cooling/Heating) | High 57159 59/61 60/62 60/64
Outdoor(Cooling/Heating) | High 58/58 60/60 65/65 65/65
] Indoor / Outdoor (Cooling) | High B 680/1,720 800/1,720 850/1,940 900/1,940
Airflow Rate - - m’/h
Indoor / Outdoor (Heating) | High 710,510 800/1,510 850/1,700 950/1,700
Large fan 20mm Distributor 4-path Net Dimensions Indoor mm 282+870~185 282x870x185 282x870x185 282x870x185
H282 ~W870 = D185 185 mm Y HxWxD Outdoor mm 540+660<290 540x660+290 540790%290 540790%290
Weight Indoor kg(lbs) 9.5(21) 9.5 (21) 9.5 (21) 9.5(21)
Outdoor kq(Ibs) 23 (51) 25 (55) 33 (73) 34 (75)
Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.70
. o ) Drain hose Diameter (1.D./0.D.) mm 13.8/15.8t0 16.7 13.8/15.8t0 16.7 13.8/15.8t0 16.7 13.8/15.8t0 16.7
Powerful operation 2 Setting temp. Max Pipe Length (Pre-Charge) 20 (15) 20 (15) 20 (15) 20 (15)
g Max Height Difference " 15 15 15 15
20 minutes continuous operation by maximum airflow and maximum 2 Operation Range Cooling DB -10to 46 -10to 46 -10to 43 -10to 43
compressor speed is possible. Rapid cooling and heating makes the Normal mode Type (Giob |V:eat-mgp tential) R4{:)5At((;2;33) Rz.{éit(ozszsg) RA{:]it(OZZOASB) R41-:)5At(0220488)
. ) ype (Global Warming Potentia , , , ,
room comfortable quickly. Powerful operation mode Refrigerant Charge [kq(C0ZeqT) 0.70 (1.5) 0.85 (1.8) 105 (2.2) 105 (2.2)

Time Optional parts

Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller: UTY-RSNYM

Communication kit: UTY-TWBXF2
o . Wireless LAN Interface: UTY-TENXZ1
1 0 C H EAT opera tion “10°C HEAT" Button ON External Connect Kit: UTY-XWZXZ5

The room temperature can be set to go no lower than 10°C, thus
ensuring that the room does not get too cold when not occupied.

: L 20°C
*0Only available with Wireless RC. IHWOH START Dimensions
10°C (Unit: mm)

3 Mode timer Low ambient operation
(Weekly/Program/Sleep) o - A
Cooling 46°C (07/09 model) S

Weekly timer can be easily set by wireless 43 °C (12114 model) -~ -~
remote controller. ON, OFF can be set up to 4 Heating 24°C
times in 1 day and up to 28 times in 1 week. o E i
For other modes, program timer and sleep —1 5 C 870 185
timer can be also selected by one push. at Heating

-10°C -15°C
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PRODUCT LINEUP

SPLIT
Model: ASYGO7LMCE / ASYGO9LMCE / ASYG12LMCE / ASYG14LMCE

Wall Mounted

NENGEREN S
High Efficiency & Comfort

Wireless R.C.

For ASYGO7/09/12LMCE For ASYGT4LMCE
4

S Specifications
RAT0A o
o
Power Source Single-phase, ~230V, 50Hz
00 | . Cooling 2.0(0.5-3.0) 2.5(0.5-3.2) 3.4(0.9-3.9) 4.0(0.9-4.4)
Capacity Heating kw 3.0(0.53.4) 3.2(0.54.0) 4.0(0.9-5.3) 5.0(0.9-6.0)
i Input Power Cooling/Heating KW 0.465/0.685 0.65/0.73 0.97/1.02 1.135/1.365
DC]| ioan EER Cooling W 4.30 3.85 3.50 3.52
cop Heating 4.38 4.38 3.92 3.66
Pdesign Cooling/Heating(-10°C) kW 2.0123 2.512.4 3.43.5 4.013.9
SEER Cooling WIW 6.80 7.00 7.00 6.90
Scop Heating (Average) 4.10 4.10 4.00 4.00
Energy Efficiency Cooling A++ A+t At+ Avt
Class Heating (Average) A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 6.0/7.5 6.0/7.5 6.5/9.0 9.0/10.5
. . . . E Annual Energy Cooling 103 125 170 203
High efficient compact design " High density heat exchanger ) Consumption Heating Kihia 786 820 1225 1365
i Moisture Removal I/h 1.0 13 1.8 2.1
?5 Making the tube thin: Indoor (Cooling) HIM/LIQ 43160132121 43140132121 43140132121 44140133/25
Sound Pressure Level Indoor (Heating) H/M/LIQ 43/38/33/22 43/38/33/22 43/38/33/22 44140135127
7 mm—>5 mm Outdoor(Cooling/Heating) | High dB(A) 45145 45145 50/50 50/50
- Indoor(Cooling/Heating) | High 59/59 59/59 59/59 60/60
l,r:f\[]er?seeboyfﬁ.egahtde:ﬁzatyngenh sound Power Level 1 o Cooling/Heating) | High 58/56 58/56 61/61 65/65
adopting sub heat exchanger Aiflow Rate Indoor / Outdoor (Cooling) | High mh 750/1,670 750/1,670 750/1,830 77011,940
Indoor / Outdoor (Heating) | High 750/1,470 750/1,470 750/1,600 770/1,700
Even temperature Net Dimensions Indoor mm 270x870x204 270x870x204 270x870x204 270x870x204
4, HxWxD Outdoor mm 535x663x293 535x663x293 535x663x293 540x790x290
Improved heat Weight Indoor kg(lbs) 8.5(19) 8.5(19) 8.5(19) 8.5(19)
exchanger effectiveness Outdoor kg(Ibs) 21(46) 21(46) 26(57) 34(75)
~ Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.70
Drain hose Diameter (I.D./0.D.) mm 13.8/15.8t0 16.7 13.8/15.8 0 16.7 13.8/15.8't0 16.7 13.8/15.8 o 16.7
Max Pipe Length (Pre-Charge) m 20(15) 20(15) 20(15) 20(15)
- Max Height Difference 15 15 15 15
. Cooling N -10to 43 -10to 43 -10to 43 -10to 43
Operation Range Heating (o8 51024 51024 51024 151024
Refigerant Type (Global Warming Potential) R410A(2,088) R410A(2,088) R410A(2,088) R410A(2,088)
More comfort airflow Charge [ kg(C02eqT) 0.70 (1.5) 0.70 (1.5) 0.85 (1.8) 1.05 (2.2)
Optional parts
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller: UTY-RSNYM
Communication kit: UTY-XCBXZ2
Wireless LAN Interface: UTY-TENXZ1
External Connect kit UTY-XWZXZ5
i
Dimensions
Vertical airflow provides powerful floor level heating Horizontal airflow does not blow cool air directly at the (Unit: mm)

occupants in the room.

870 204

Powerful operation Low noise mode for
outdoor unit 3d8

20 minutes continuous
operation by maximum
airflow and maximum
compressor speed is
possible. Rapid cooling
and heating makes

the room comfortable Noise level Low noise
quickly. o Max. power operating ~ mode

072 073

Setting temp.

olse
o
(=]
=
=2

|
|
|
|
|
1
|
|
|
!
-
|
!
270

Low noise mode of outdoor
unit can be selected by
wireless remote controller. |

Temperature

Normal mode

Powerful operation mode
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074

i—&m V-pPAM
)

(18/30) (24,

e s UL
Biue Fin
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“Vertical airflow"” provides powerful floor
level heating

Outside air conditions: 2°C 60% ("0)
Operation contents: Heating,
Set temperature (Max set temp) 30°C,
airflow Hi, Air direction downward and front 33 32

Power diffuser (full open)

31 30 29

“Horizontal airflow" does not blow cool air
directly at the occupants in the room

Power diffuser Outside air conditions: 35°C 40%
Operation contents: Cooling,
Set temperature (Min set temp) 18°C,
airflow Hi, Air direction upward and front

Air conditioner filter features

Using S
different filters - + m

Apple-catechin Filter

The Apple-catechin filter uses static
electricity to clean fine particles
and dust in the air.

at both sides lon Deodorization Filter
The filter deodorizes by powerfully
decomposing absorbed odors
using the oxidizing and reducing
effects of ions generated by the
ultra-fine-particle ceramic.

lon Deodorization Filter

Organic coating fin used
heat exchanger

Apple-catechin
Filter

Air Filter

Model: ASYG18LFCA / ASYG24LFCC/ ASYG30LFCA

ar

For ASYG18LFCA,

REGRIGERANT

RETOA

Rt
Wireless R.C.

\ i
) 9 b

S
For ASYG30LFCA

!

ASYG24LFCC

Flexible Installation

18 model 24 model 30 model
Max. Piping Length 25m 30m 50 m
Max. Height 20m 20m 30m

Low ambient operation

Cooling 46°C

Heating 24°C

-15°C

at Heating

-10°C -15°C

Specifications
o ASYGI8LFCA ASYG24LFCC ASYG30LFCA
odel No.
Power Source Single-phase, ~230V, 50Hz
) Cooling 5.2 (0.9-6.0) 7.1 (0.9-8.0) 8.0 (2.9-9.0)
Capacity Heating kw 6.3(0.9-91) 8.0 (0.9-10.6) 8.8(2.211.0)
Input Power Cooling/Heating kw 1.5211.71 2.20/2.21 2.49/2 .44
EER Cooling 3.42 3.23 3.21
cop Heating ww 3.68 3.61 3.61
Pdesign Cooling/Heating(-10°C) kw 5.2/5.9 71171 8.0/8.0
SEER Cooling W 6.94 6.11 5.69
ScoP Heating (Average) 3.87 3.80 3.80
Energy Efficiency Cooling A++ A+t A+
Class Heating (Average) A A A
Max. Operating Current Cooling/Heating A 9.0/12.5 13.5/18.5 17.0/19.0
Annual Energy Cooling KWhia 262 406 492
Consumption Heating 2,130 2,610 2,941
Moisture Removal I/h 2.6 2.7 3.2
Indoor (Cooling) H/IM/LIQ 43/37/33/26 49/42/37/32 48142137133
Sound Pressure Level Indoor (Heating) H/M/LIQ 42137/33/25 48142137/32 49/42/37/133
Outdoor(Cooling/Heating) | High dB(A) 50/51 55/56 53/56
Indoor(Cooling/Heating) | High 58/58 64/64 64/64
sound Power Level Outdoor(Cooling/Heating) | High 65/- 68/- 68/-
Airflow Rate Indoor / Outdoor (Cooling) | High mh 900/2,150 1,120/2,460 1,100/3,600
Indoor / Outdoor (Heating) | High 900/2,070 1,120/2,340 1,150/3,600
Net Dimensions Indoor mm 320x998%238 320x998x238 320x998%238
HxWxD Outdoor mm 620x790x290 620x790x290 830x900x330
Weight Indoor kg(lbs) 14 (31) 14 (31) 14 (31)

9 Outdoor kqllbs) 41 (90) 41 (90) 61 (135)
Connection Pipe Diameter (Liquid / Gas) . 6.35/12.70 6.35/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 12116 12/16 12116
Max Pipe Length (Pre-Charge) m 25 (15) 30 (15) 50 (20)
Max Height Difference 20 20 30

. Cooling N -10 to 46 -10 to 46 -10 to 46
Operation Range Heating (o8 5 t0 24 5 t0 24 5 t0 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)

9 Charge [ kg(C02eq-T) 1.20 (2.5) 1.80 (3.8) 2.1 (4.4)
Optional parts
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller: UTY-RSNYM
Wireless LAN Interface:  UTY-TFNXZ1
External Connect Kit: UTY-XWZX
Dimensions
(Unit: mm)
-
4
2
2
o
=
4
2
238 4

(@) Refrigerant pipe flare connection (Liquid)
(2 Refrigerant pipe flare connection (Gas)
(3) Drain hose connection (Drain hose)
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New dual suction design

Large Capacity & Powerful airflow Airflow Large heat exchanger
25% up! Heat exchanger
Achieved large capacity and powerful airflow by large heat volume
exchanger, long cross-flow fan, high output DC fan motor 37% up!
and new airflow structure design.
- -
Long cross-flow fan and High
output DC fan motor
Human sensor
Human sensor catches movements of people in a room, and operates with Human Zensor
lower capacity when people leave the room. When people come back to
the room, it automatically returns to previous operating mode. — =

SAVE! i >

Model: ASYG30LMTA / ASYG36LMTA

Server room function®

The following interlock operation is possible by connecting 2 indoor

units with a cable. Cooling operation can be performed even in the low )

outdoor temperature and low humidity environment. Indoor unit communication cable /A
/

* Alternative operation: Two units operate alternately /

* Backup operation: When 1 unit breaks down, the other unit starts operating automatically.
+ Supporting operation: Both units operate simultaneously when the loaded capacity is not enough with one unit
*2 x UTY-XWNX of optional parts are required.

High seasonal energy efficiency Low ambient operation

30 Cooling 12% increase Heating 9% increase Cooling 46°C
model | SEER u6.35 scop 4,15
5.69 3.80 Heating 24°C
15°C
at Heating
-10°C -15°C
Current NEW Current NEW
076

Wireless R.C.
il
-
Specifications
\ ASYG3OLMTA ASYG36LMTA
0.
Power Source Single-phase, ~230V, 50Hz
. Cooling 8.0 (2.9-9.0) 9.4 (2.9-10.0)
Capacity Heating kw 8.8(2.211.0) 10.1 (2.711.2)
Input Power Cooling/Heating kw 2.33/2.41 3.16/2.96
EER Cooling 3.43 2.97
cop Heating ww 3.65 3.41
Pdesign Cooling/Heating(-10°C) kW 8.0/6.5 9.4/7.1
SEER ACooImg WIW 6.35 5.73
SCoP Heating (Average) 415 419
Energy Efficiency Cooling A++ A+
Class Heating (Average) A+ A+
Max. Operating Current Cooling/Heating A 14.5/14.5 19.0/19.0
Annual Energy Cooling KWhia 441 575
Consumption Heating 2,193 2,373
Moisture Removal I/h 27 37
Indoor (Cooling) H/IM/LIQ 50/44/38/31 50/44/38/31
Sound Pressure Level Indoor (Heating) H/M/LIQ 49/44/39/33 49/44/39/33
Outdoor(Cooling/Heating) | High dB(A) 52/55 55/56
Indoor(Cooling/Heating) | High 65/65 65/65
sound Power Level Outdoor(Cooling/Heating) | High 67/68 68/70
. Indoor / Outdoor (Cooling) | High 3 1,380/3,600 1,380/3,800
Alrflow Rate Indoor / Outdoor (Heating) | High mh 1,380/3,600 1,380/3,800
Net Dimensions Indoor mm 340%1,150%280 340x1,150x280
HxWxD Outdoor mm 830x900x330 830x900x330
. Indoor kg(lbs) 18 (40) 18 (40)
Weight Outdoor kq(lbs) 61 (134) 61 (134)
Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 13.8/15.8to 16.7 13.8/15.8t0 16.7
Max Pipe Length (Pre-Charge) m 50 (20) 50 (20)
Max Height Difference 30 30
. Cooling o -15to 46 -15to 46
Operation Range Heating (o8 15 t0 24 15 t0 24
: Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant
Charge \ kg(CO2eq-T) 2.10 (4.4) 2.10 (4.4)
Optional parts
Wired Remote Controller: UTY-RNRYZ3, UTY-RVNYM, UTY-RLRY, UTY-RNNYM
Simple Remote Controller: UTY-RSRY, UTY-RSNYM, UTY-RSRY
Communication kit: UTY-TWRX, UTY-XWNX
External input and output PCB (with box): UTY-XCSXZ2 + UTZ-GXXB
Wireless LAN Interface: UTY-TENXZ1
External Connect Kit: UTY-XWZX
Dimensions
(Unit: mm)
1,150
===~ ]
340
‘\ oo T8 I ]
I / | ] |
609
672
725

077
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SPLIT
Model: ASYGO7LLCE / ASYGO9LLCE / ASYG12LLCE

Wall Mounted
ECO Range

Compact & Comfort

e

Wireless R.C.

=

L
[

Specifications

odel NoO.

RATOA

Power Source Single-phase, ~230V, 50Hz
00 X Cooling 2.0(0.9-2.8) 2.5(0.9-3.0) 3.4(0.9-3.8)
Capacity Heating kw 2.7(0.93.6) 3.0(0.9-3.8) 4.0(0.9-5.0)
i Input Power Cooling/Heating KW 0.47010.620 0.730/0.740 1.080/1.130
DC] iran Poverul | cargeons | Upyoe - EER Cooling " 426 342 305
cop Heating 435 4.05 3.54
Pdesign Cooling/Heating(-10°C) kW 2.002.2 2.5/2.3 3.4/3.2
SEER Cooling ww 6.70 6.90 6.60
Scop Heating (Average) 4.00 4.00 3.80
Energy Efficiency Cooling A++ At+ At+
Class Heating (Average) A+ A+ A
= Max. Operating Current Cooling/Heating A 6.0/7.5 6.0/7.5 6.5/9.0
Annual Energy Cooling 104 127 180
o . o . ¢ /
High efficient compact design Consumption Heating e i 805 R
Moisture Removal I/h 1.0 1.3 1.8
Indoor (Cooling) H/M/LIQ 43/38/33/22 43/38/33/22 43/38/33/22
High density heat h Sound Pressure Level Indoor (Heating) HIM/LIQ 43/38/33/22 43/38/33/22 43/38/33/22
Igh density heat exchanger Outdoor(Cooling/Heating) | High dB(A) 47148 47148 S0/51
am= Making the tube thin: Sound Power Level Indoor(Cooling/Heating) | High 59/60 59/60 59/60
@5 7 mm_’S mm ¢ ound rowerteve Outdoor(Cooling/Heating) | High 61/61 61/61 65/65
Improved heat Airflow Rate Indoor / Outdoor (Cooling) | High mih 720/1,670 720/1,670 720/1,830
Volume reduction of heat exchanger effectiveness Indoor / Outdoor (Heating)| _High 74001,470 740/1,470 740/1,600
" exchanger: 3()% Net Dimensions Indoor mm 262820+206 262+820%206 262+820x206
HxWxD Outdoor mm 535%663x293 535%663x293 535%663x293
Weight Indoor kg(lbs) 7.0 (15) 7.0 (15) 7.0 (15)
9 Outdoor kq(Ibs) 24 (53) 24 (53) 26 (57)
Connection Pipe Diameter (Liquid / Gas) i 6.35/9.52 6.35/9.52 6.35/9.52
Drain hose Diameter (1.D./0.D.) 13.8/15810 16.7 13.8/15.810 16.7 13.8/15.81t0 16.7
o Max Pipe Length (Pre-Charge) 20(15) 20(15) 20(15)
- From wake up to go to work From sleep to wake u
ON-OFF Programmable timer prog P P W Height Diference " s s s
. . . . PMIT00 ~ 12 Tt ) Cooling o -10to 43 -10to 43 -10to 43
You can setan |.ntegrated ON-OFF or OFF-ON timer suitable for your life set ' Operation Range Heating b8 5024 5024 5024
style. (Setting time: 0.5, 1, 1.5, 2, 2.5, --—-- 9.5, 10, 11, 12 hours) Y . Refrigerant Type (Global Warming Potential) R410A(2,088) R410A(2,088) R410A(2,088)
(1o )? EH PMO:00 9= ergers Charge [kg(CO2eqT) 0.65(1.4) 0.65(1.4) 0.85(1.8)
K
7 Optional parts
9 I?ours P P
ON-OFF timer OFF-ON timer Remote Controller Holder: UTZ-RXLA
. ° _
Powerful operation E Setting temp.
o
. . . . . . @
20 minutes continuous operation by maximum airflow and maximum g . .
: : : . . 2 Dimensions
compressor speed is possible. Rapid cooling and heating makes the -
" Normal mode (Unit : mm)
room comfortable quickly.
Powerful operation mode
820 206
Time ﬁ
Economy operation Low ambient operation N
e}
) . . 9
S:attlng temp. is shifted by & Economy operation ‘ .
1°Cautomatically. e Cooling 43°C [
: ] [t
k3] Shift setting temp. Heating 24°C
A vl 15°C
Setting temp. i
g temp Normal operation at Heating
° o
078 (In case of cooling operation) Time -10°C -15°C
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PRODUCT LINEUP

SPLIT
Model: AUXGO9KVLA / AUXG12KVLA / AUXG14KVLA / AUXG18KVLA / AUXG22KVLA / AUXG24KVLA

Compact Cassette
4-way Flow
Compact & Comfort

—_— - .
I | I a =
n A . . i 1
\ . ' 2 |

For AUXG9/12/14KVLA

For AUXG18/22KVLA For AUXG24KVLA

Specifications

o AUXGOSKVLA | AUXGI2KVLA | AUXGI4KVLA | AUXGIBKVLA | AUXG22KVLA | AUXG24KVLA
odel NoO.
Outdoor unit AOYGOIKBTB | AOYGI2KBTB | AOYGI4KBTB | AOYGIS8KBTB | AOYG22KBTB | AOYG24KBTB

Power Source Single-phase, ~230V, 50Hz
Capaity Cooling W 2.5(0.9-3.2) 3.5(0.9-4.4) 4.3(0.9-5.4) 5.2 (0.9-5.9) 6.0 (0.9-6.7) 6.8 (0.9-8.0)
Heating 3.2(0.9-4.7) 41(0.9-5.7) 5.0 (0.9-6.5) 6.0 (0.9-7.5) 7.0 (0.9-8.0) 7.5(0.9-9.1)
Input Power Cooling/Heating kw 0.55/0.79 0.93/1.08 1.28/1.32 1.60/1.66 1.82/1.87 2.21/2.03
EER Cooling ww 457 376 3.36 3.25 3.30 3.08
cop Heating 4.05 3.80 379 361 374 3.69
\V/ Pdesign Cooling/Heating(-10°C) KW 25026 35134 43538 52064 6.0/4.8 6.8/6.0
DC| v SEER Cooling o 6.70 6.60 6.50 6.60 6.60 6.10
SCcop Heating (Average) 4.40 4.30 4.40 4.20 4.30 4.00
Energy Efficiency Cooling A+t A+t A+t A+t Avt Avt
Class Heating (Average) A+ A+ A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 7.9 9.7 10.2 12.1 12.6 13.6
Annual Energy Cooling KWhia 131 186 231 275 318 390
Consumption Heating 826 1,106 1,208 1,466 1,562 2,097
Moisture Removal I/h 0.6 1.2 1.5 2.2 2.6 2.7
. . Indoor (Cooling) H/M/LIQ 33/31/29/27 37/34/30127 38/34/30/27 38/34/30/26 44142136/30 49/44136/30
Compact and styllsh panel de5|gn Sound Pressure Level Indoor (Heating) H/M/LIQ 34132129127 37/34/31/29 43/38/34/30 43/38/34/30 45143140133 49145/40/33
Outdoor(Cooling/Heating) | High dB(A) 46/46 47147 49/49 50/50 51/51 53/54
Compact ond sty ponel esign s the grid ype g st pons et |l [ | A .
I I.S d Il.r!ear dESIQH suitable for g”d shape of 620 mm x 620 mm , Indoor / Outdoor (Cooling) | High 5 540/1,480 600/1,580 680/1,670 680/2,160 830/2,240 930/2,700
grid ceiling. Alrflow Rate Indoor / Outdoor (Heating) | High mh 540/1,410 600/1,520 800/1,580 800/1,830 860/1,960 930/2,700
Net Dimensions Indoor mm 245x570x570 | 245x570x570 | 245x570x570 | 245x570x570 | 245x570x570 | 245x570x570
HXxWxD Outdoor mm 542x799x290 | 542x799x290 | 542x799x290 | 632x799x290 | 632x799x290 | 716x820x315
Weight Indoor kq(Ibs) 15 (33) 15 (33) 15 (33) 15 (33) 16 (35) 16 (35)
Outdoor kg(Ibs) 32 (71) 33 (73) 33 (73) 36 (79) 38 (84) 42 (93)
Connection Pipe Diameter (Liquid / Gas) 6.35/9.53 6.35/9.53 6.35/9.53 6.35/12.70 6.35/12.70 6.35/12.70
Drain hose Diameter (1.D./0.D.) mm 25132 25132 25132 25132 2532 2532
Max Pipe Length (Pre-Charge) m 20 (15) 25 (15) 25 (15) 30 (20) 30 (20) 30 (20)
Max Height Difference 15 20 20 20 25 25
Operation Range Cooling (DB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15 to 46
Heating -15to 24 -15to 24 -15to 24 -15to 24 -15t0 24 -15t0 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675)
Charge [ kg(CO2eqT) | 0.85 (0.574) 0.85 (0.574) 0.85 (0.574) 1.02 (0.689) 1.25 (0.844) 1.25(0.844)
i Model name UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W
Easy malntena nce Cassette Grille Dimensions (H x W x D) ‘ mm 49x620x620 49x620x620 49x620x620 49x620x620 49x620x620 49x620x620
Maintenance is easier by removing the ceiling panel next to the The air inlet grill can be installed in various directions, Weight [ kallbs) 23 (5.1) 23 (5.1) 23 (1) 23 (1) 23 () 23(5.)
grill, maintenance can be done, and new installation of inspection S0 maintenance is easy.
hole is unnecessary, so construction costs can be suppressed.
Optional parts B
Ceiling panel
Wireless Remote Controller: UTY-LNTY Cassette Grille: UTY-UFYF-W
Wired Remote Controller: ~ UTY-RNRYZ3, UTY-RLRY,  Fresh Air Intake Kit: UTZVXAA 700 mm
UTY-RVNYM, UTY-RNNYM  Air Outlet Shutter Plate: UTR-YDZB
Simple Remote Controller:  UTY-RSRY, UTY-RHRY, Insulation for High Humidity: UTZ-KXGC

UTY-RSNYM External Input and Output PCB (with box): UTY-XCSX+UTZ-GXRA S ——

Wireless LAN Interface: UTY-TFSXZ1 External Connect Kit: UTY-XWZXZG

Dimensions

(Unit: mm)

IR receiver 530 (Bolt pitch)
|
Flexible installation Low ambient g 3
H S = =
Itis suitable for ceiling of grid type and it has high degree of OPEI'atIOH < 5
freedom of installation and it can be installed beside lighting and 9 - 2
ventilation openin Cooling ., == m TEd : z
pening. 46°C 46°C 620 SN .
: Bottom view B B0 Top view
_1 ooc Heating 40,99
246°C 135, 250 m‘
oo 2 pat
v Gk o]
_1 5 C REE; R
Side view = E 4 =
atCooling —— =
10 Control box o Ceiling
Current model -15°C -15°C Liquid pipe  Gas pipe Side view

080 New model 08.]



PRODUCT LINEUP

REOA

SPLIT
o Model : AUYG12LVLB / AUYG14LVLB / AUYG18LVLB / AUYG24LVLA

Compact Cassette

4-way Flow

Compact & Comfort

For AUYG12/14LVLB For AUYG18LVLB For AUYG24LVLA

Specifications
o AUYGI2LVLB AUYGI4LVLB AUYGIBLVLB AUYG24LVLA
v odel No.
REERIGERANT X
RZ;TOA Power Source Single-phase, ~230V, 50Hz
. Cooling 3.5(0.9-4.4) 4.3(0.9-5.4) 5.2 (0.9-5.9) 6.8 (0.9-8.0)
Capacity Heating kw 41(0.95.7) 5.0 (0.9-6.5) 6.0(0.97.5) 8.0(0.99.1)
Input Power Cooling/Heating kw 1.05/1.11 1.33/1.34 1.62/1.66 2.21/2.26
T 4 EER Cooling WIW 3.33 3.21 3.21 3.08
cop Heating 3.69 3.71 3.61 3.54
\V/ Pdesign Cooling/Heating(-10°C) KW 35062 43045 5.2/52 6.8/6.0
DC] v.rau SEER Cooling W 6.20 6.40 6.20 560
SCop Heating (Average) 4.10 4.40 4.20 3.90
Energy Efficiency Cooling A++ A++ A++ A+
Class Heating (Average) A+ A+ A+ A
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0/12.5 11.5/13.5 14.715.7
Annual Engrgy Cooll'ng KWhia 198 235 293 425
Consumption Heating 1,431 1,432 1,731 2,151
Moisture Removal I/h 12 1.5 22 2.7
Indoor (Cooling) HIM/LIQ 37/34130/27 38/34/30/27 38/34/30/26 49/44/36/30
Z—Stage turbo fan Sound Pressure Level|  Indoor (Heating) H/M/LIQ 37/34/31/29 43/38/34/30 43/38/34130 49/45/40/33
) . ) Outdoor(Cooling/Heating) | High dB(A) 47148 49/49 50/50 53/54
High efficiency design by 2 stage structure Sound Power Level LIndoor(Cooling/Heating) | High 49149 50/55 50/55 59/61
Outdoor(Cooling/Heating) | High 61/63 62/64 62/65 66/66
Aiflow Rate Indoor / Outdoor (Cooling) | High mh 600/1,780 680/1,910 680/2,380 930/2,850
( R ( ) Indoor / Outdoor (Heating) | High 600/1,630 800/1,740 800/2,080 930/2,700
. i i Indoor mm 245x570%570 245x570%570 245x570x570 245x570%570
Previous turbo fan - l Net Dimensions
2 Stage turbo fan i 1-stage HxWxD Outdoor mm 578x790x300 578x790x300 632x799x290 716x820x315
In the case of a conventional fan, the Wind An evenly spread air distribution i Weight Indoor kg(lbs) 15(33) 15(33) 15(33) 16 (35)
air outlet range was narrow as the | |n.t across the heat exchanger is possible < 2 )-stage Outdoor kq(lbs) 40 (88) 40 (88) 36 (79) 42 (95)
aitflow moved to the motor side velocity due to the 2 stage turbo fan which v “g Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/12.70 6.35/12.70 6.35/15.88
Fast ’ Drain hose Diameter (1.0./0.D) mm 25/32 25/32 25/32 25/32
which meant the velocity of air produces two separate airflow Heat exchange ain hose Llameter £.0.70.2.
) efficiency: Max Pipe Length (Pre-Charge) 25 (15) 25 (15) 25 (15) 30 (15)
passing through the heat exchanger streams. - = m
Max Height Difference 15 15 15 20
was uneven. %UP .
Operation Range Cooling 0B -10 to 46 -10 to 46 -10 to 46 -10 to 46
N o slow J P 9 Heating 1510 24 150 24 150 24 150 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
9 Charge [ kg(C02eqT) 115 (2.4) 1.25 (2.6) 1.20 (2.5) 150 (3.1)
Model name UTG-UFYD-W UTG-UFYD-W UTG-UFYD-W UTG-UFYD-W
(assette Grille Dimensions (H x W x D) ‘ mm 49x700x700 49x700x700 49x700x700 49x700x700
. o . . . . . Weight kg(lbs 2.6 (6 2.6 (6 2.6 (6 2.6 (6
Quiet quahty Designed by CFD-analysis (fluid) simulations 4 [ kqlbs il il © ©)
. . ) ) . Q
Optimized wing form (laminar wing type) and wing number Laminar wing Py N
(7 blades eaCh) Airflow runs through smoothly along Optional parts .
the laminar wing Ceiling panel
p Spin direction Wired Remote Controller: UTY-RNNYM, UTY-RVNYM Air Outlet Shutter Plate: UTR-YDZB
«— Simple Remote Controller: UTY-RSNYM Wireless LAN Interface: UTY-TFNXZ1 700 mm
No airflow separation Insulation Kit For High Humidity: UTZ-KXGC External Connect Kit: ~ UTY-XWZX
Quiet Airflow direction Fresh Air Intake Kit: UTZ-VXAA Cassette Grille: UTG-UFYD-W
e
Adoption of laminar wing _—
Dimensions
(Unit: mm)
H H H H H H Han insitholt osition
Improvement of the airflow distribution Low ambient operation gng Polte
= == |
The louver design distributes air leaving a space = ‘ } ‘ gl 8
between the chassis and the ceiling allowing far and gl | Esg
wide airflow distribution. S| IRESEE
a ‘ ‘ 8| g|°g
. Ct 2
Front part  Ceiling Cooling 46°C T =

—t=
=
Bottom view 2 :
) 285 285 183 %0
= T [ [
- atheting T T,
Rear part ~ il J
Much less temperature irreqularity C — —

Round louver by spreading airflow widely -10°C -15°C = Ceilin 2| Confrol Bdx Gas@ 3l ol@
- Liquid pipe @l = @IS
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PRODUCT LINEUP

SPLIT

Model: AUXG18KRLB / AUXG22KRLB / AUXG24KRLB

g\TaELUCTJ\\(Qr_EriHe AUXG30KRLB / AUXG36KRLB / AUXG45KRLB / AUXG54KRLB

Cassette

Circular Flow

Comfort for Large Room *
il 5 e b - - i
AUXG18/22/24KRLB e | L | -
, &, :
1 - > » - -
AUXCIOBBIASISAKRLE For AUXGI8/22KRLB  For AUXG24KRLB  For AUXG30/36KRLB  For AUXG45/54KRLB
Specifications

o AUXGI8KRLB | AUXG22KRLB | AUXG24KRLB | AUXG30KRLB | AUXG36KRLB | AUXGASKRLB | AUXG54KRLB
odel No.
AOYGI8KBTB | AOYG22KBTB | AOYG24KBTB | AOYG30KBTB | AOYG36KBTB | AOYG4SKBTB | AOYG54KBTB

Power Source Single-phase, ~230V, 50Hz
Capacity Cooling W 5.2(09-5.9) | 6.0(0.96.7) [ 6.8(0.9-8.0) [ 8.5(2.8-10.0) [ 9.5 (2.8-11.2) [12.1 (4.0-14.0) [ 13.4 (4.5-14.5)
Heating 6.0(0.975) | 7.0(0.9-8.0) | 7.5(0.9-9.1) [10.0(2.7-11.2) [ 10.8 (2.7-12.7) [ 13.5 (4.2-16.2) [ 15.5 (4.7-16.5)
Input Power Cooling/Heating kW 1.36/1.58 1.71/1.82 1.89/1.90 2.4412.51 2.91/2.45 3.61/3.21 4411416
T 4 F e | " EER Cooling WIW 3.82 3.51 3.60 3.49 3.26 3.35 3.04
; e - N cop Heating 3.80 3.85 3.95 3.98 4.40 4.20 373
V‘.ﬁﬁﬂﬂm Pdesign Cooling/Heating(-10°C) kw 5.2/44 6.0/4.8 6.8/6.0 8.5/8.0 9.5/8.7 - -
DC] irem SeTerp. | Rewn | crongzons | Uproown Restort | Duce | Disbuing | Induos | AtoOFE| Wieekty | Fiter DesnPorg] SEER Cooling o 7.00 7.00 6.60 6.70 6.5 - -
(30/36/ Scop Heating (Average) 4.30 4.40 4.20 430 4.30 - -
45/54) Energy Efficiency Cooling At+ A+t A+t A+t A+t - -
Class Heating (Average) A+ A+ A+ A+ A+ - -
Max. Operating Current Cooling/Heating A 12.1 12.6 13.6 22.6 22.6 28.5 28.5
-\ -.\ Annual Energy Cooling Whia 260 300 360 hbb 507 - -
Consumption Heating 1,631 1,527 1,999 2,601 2,828 - -
/ ‘ Moisture Removal I/h 15 2.2 2.7 25 33 45 5.0
. . . ] Indoor (Cooling) HIM/LIQ 33/32/31/28 | 33/32/31/28 | 35/33/32/29 | 40/38/36/33 | 44/41/38/34 | 46/42/39/35 | 47/43/40/36
Unlque C||'cu|a|' FIOW de5|gn | Sound Pressure Level Indoor (Heating) H/M/LIQ 33/32/31/28 | 33/32/31/28 | 35/33/32/29 | 40/38/36/33 | 44/41/38/34 | 46/42/39/35 | 47/43140/36
Outdoor(Cooling/Heating) | High dB(A) 50/50 51/51 53/54 53/55 55/55 57/57 57/59
(assette type realizes Circular Flow to blow |arge airflow in 360° _ 7 _‘—' I Sound Power Level Indoor(Cooling/Heating) | High 47147 49/49 49/49 54154 58/58 60/60 61/61
direction by mounting hiah performance DC fan motor. turbo fan and o ) Outdoor(Cooling/Heating) | High 62/62 63/63 65/66 68/69 70170 71171 7373
) Y ng high p ) P Comfortable air conditioning by Efficient air conditioning based on the ) Indoor / Outdoor (Cooling)| High s 1,050/2,160 | 1,050/2,240 | 1,150/2,700 | 1,600/3,750 | 1,870/3,750 | 2,000/4,450 | 2,100/4,450
unique seamless airflow louver design. preventing direct blowing of cold air ~ room layout Alrflow Rate Indoor / Outdoor (Heating) | High m/h 1,050/1,830 | 1,050/1,960 | 1,150/2,700 | 1,600/3,750 | 1,870/3,750 | 2,000/4,450 | 2,100/4,450
and by providing swinging air flow Net Dimensions Indoor mm 246x840x840 | 246x840x840 | 246x840x840 | 288x840x840 | 288x840x840 | 288x840x840 | 288x840x840
.. simultaneously. HxWxD Outdoor mm 632x799x290 | 632x799x290 | 716x820x315 | 788x940x320 | 788x940x320 | 998x940x320 | 998x940x320
Individual louver control Weiaht Indoor kq(Ibs) 23 (51) 23 (51) 24 (53) 26 (57) 29 (64) 29 (64) 29 (64)
Human sensor increases more energy saving 9 Outdoor kg(lbs) 36 (79) 38 (84) 42 (93) 52 (115) 52 (115) 67 (148) 67 (148)
Each louver can be set |nd|v|dua||y by Touch Panel Wired Remote Energy saving operation starts automatically by detecting Con‘nectlon P.Ipe Diameter (Liquid / Gas) mm 6.35/12.70 6.35/12.70 6.35/12.70 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Controller to enjoy the comfort of different directional airflows according the motion of a person. 2 modes of save operation mode EA‘a'”PhOSEL? D'a”;]e‘;‘ ('&g‘/OAD‘) 3205/;; 3205% 3205’% 5205/3(2) 5205/33 5205/35 5205’;?
to various room layouts. and stop mode can be selected 2x Poe Lengih [Pre Chargel m = 20) 20 G0 G0 = =
N ) p : Max Height Difference 20 25 25 30 30 30 30
Touch Panel Wired RC (UTY-RNRYZ3)only oeration & Cooling o8 51046 51046 510 46 51046 751046 7510 46 51046
peration Range Heating 15 to 24 5 t0 24 5 t0 24 15 to 24 15 to 24 15 to 24 15 to 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675)
Charge [ kq(C02eqT) | 1.02(0.689) | 1.25(0.844) | 1.25(0.844) | 1.90(1.283) | 1.90(1.283) | 2.70(1.823) | 2.70(1.823)
UTG-UKYA-W: White Color with touch
. . . . . Variation panel wired remote controller
Compact and lightweight outdoor unit Low ambient operation Cassette Grille UTG-UKYCW: White Color / UTG-UKYA-B 1: Black Color
Dimensions (H x W x D) [ mm 53x950x950 [ 53x950x950 [ 53x950x950 [ 53x950x950 | 53x950x950 | 53x950x950 | 53x950x950
45 model outdoor unit was changed completely. Easier installation was Weight | kqllbs) 60(13) [ 60(13) | 60013 | 60(3) | 6003 [ 6003 | 60(13
realized by compact and lightweight outdoor unit. ool *1: IR Receiver kit and human sensor kit cannot be connected.
ooling
46°C 46°C Optional parts
_'I ooc Heating » '
- . 24°C Wired Remote Controller: UTY-RNRYZ3, UTY-RLRY, UTY-RVNYM, Wide Panel: UTG-AKXA-W
oY Height J UTY-RNNYM Panel Spacer: UTG-BKXA-W
‘L 2 2 7 0/ o Simple Remote Controller: UTY-RSRY, UTY-RHRY, UTY-RSNYM Fresh Air Intake Kit: UTZVXRA Ceiling panel
- . 0 _1 5 c IR Receiver Kit: UTY-LBTYC Air Outlet Shutter Plate: UTR-YDZK 850 mm
atCooling Wireless LAN Interface: ~ UTY-TFSXZ1 Insulation Kit for High Humidity: UTZ-KXRA
= 7/ -10°C Human Sensor Kit: UTY-SHZXC External Input and Output PCB (with box): UTY-XCSX + UTZ-GXRA
Current model -15°C -15°C Cassette Grille: UTG-UKYA-W, UTG-UKYG-W, UTG-UKYA-B  External Connect Kit: UTY-XWZXZG I ———
New model
r
Dimensions
e/ (Unit: mm)
Current model New 45/54 models ———
_ _ Human sensor (Option) T 1
IR receiver (Option) . '
g ! o
. . S i s |g
Various Cassette Grille _— _— I [ 1 P S S
e T P i T = | o |
‘ A _ — AN — AN 3 : GlE
Both, black and white color grilles are available. o i -~
There are three types: white color grille with X
Remote Controller, only white color grille and N— _"J I R b
i UTG-UKYA-W  Pr— UTG-UKYA-B UTG-UKYGW \ r'— i
only black color g.””e' White Color Grille E Black Color Grille White Color Grille (Control) box Wire hole b h-oSe Liquid pipe _ Gas pipe
Selectable according to the atmosphere With touch panel wired | -
and/or usage of the room. remote controller
() : AUXG18/22/24KRLB
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PRODUCT LINEUP

SPLIT

Model: AUXG18LRLB / AUXG24LRLB
AUXG30LRLB / AUXG36LRLB / AUXG45LRLB / AUXG54LRLB .
="
Touch Panel Wired R.C.

Cassette
Circular Flow
Comfort for Large Room

ll-; I.

1
— - |
AUXG18/24LRLB = s . . .
v o - i
) S, I]

-

n_

AUXG30136/45/54LRLE For AUXG18/24LRLB  For AUXG30/36LRLB  For AUXG45/54LRLB
Specifications
¥ E o
" REERIGERANT Power Source Single-phase, ~230V, 50Hz
R T Capacity Cooling W 5.2 (0.9-6.5) 6.8(09-80) | 85(28100) | 9.5(2.8-11.2) [ 12.5(4.0-140) [ 13.3 (4.5-14.5)
Heating 6.0 (0.9-8.0) 7.8(0.9-9.1) 100 (27-11.2) [ 10.8(27-12.7) | 14.0(4.216.2) | 15.8 (4.7-16.5)
Input Power Cooling/Heating kW 1.42/1.50 2.16/2.18 2.56/2.77 2.96/2.91 3.85/3.73 4.38/4.58
T 4 | EER Cooling WIW 3.66 3.15 332 3.21 3.25 3.04
- - cop Heating 4.00 3.58 3.61 3.71 3.75 3.45
ﬁ.ﬁﬂﬂm Pdesign Cooling/Heating(-10°C) kW 5.2/4.3 6.8/6.0 8.5/8.0 9.5/18.7 - -
DC]| i A Rewn | congeme | Uproown Restart | Duee | Disouin)] Ingvtasot | AutoOFE | Weekiy DisoPurg SEER Cooling " 7.05 6.60 6.70 6.40 - -
(30/36/ Scop Heating (Average) 4.40 4.20 4.30 4.30 - -
45/54) Energy Efficiency Cooling A+t A+t At At - -
Class Heating (Average) A+ A+ A+ A+ - -
Max. Operating Current Cooling/Heating A 10.0/13.5 13.5/18.5 17.0/17.0 20.0/20.0 20.5/20.5 21.5/21.5
Annual Energy Cooling Whia 258 361 444 519 - -
Consumption Heating 1,367 1,999 2,604 2,833 - -
Moisture Removal I/h 2.2 2.7 2.5 33 4.5 5.0
. . . Indoor (Cooling) HIM/LIQ 33/32/31/28 35/33/32/29 40/38/36/33 44141138134 46142139/35 47143140136
Unlque cuculal’ FIOW de5|gn r"'._ ‘ Sound Pressure Level Indoor (Heating) H/M/LIQ 33/32/31/28 35/33/32/29 40/38/36/33 44141138134 46/42139/35 47143140136
g7mm high density 3 P £ Outdoor(Cooling/Heating) | High dB(A) 51/50 55/56 53/55 54/55 55/55 55/57
Cassette type realizes Circular Flow to blow heat exchanger . - sound Power Level | Indcor(Cooling/Heating) | Figh 47147 49/49 54154 58/58 60/60 61/61
large airflow in 360° direction by mounting high DC fan motor : Outdoor(Cooling/Heating) |_High 64162 68/68 67/69 68/70 68/68 69/71
‘ 0CF tor. turbo d uni High efficient turbo fan - . Aiflow Rate Indoor / Outdoor (Cooling) | High mh 1,050/1,900 1,150/2,460 1,600/3,600 1,900/3,800 2,000/6,750 2,100/6,750
performance DC fan motor, turbo fan and unique . - | Indoor / Qutdoor (Heating) [ High 1,050/1,700 1,150/2,360 1,600/3,600 1,900/3,800 2,000/6,200 2,100/6,850
seamless airflow louver design. Seamless airflow louver 'r ' Net Dimensions Indoor mm 246x840<840 | 246xB40+840 | 288<840840 | 288<840840 | 288<840840 | 288<B40+840
HXxWxD Outdoor mm 620x790x290 | 620x790x290 | 830x900x330 | 830x900x330 | 1290x900x330 | 1290x900~330
Weight Indoor kg(lbs) 24 (53) 24 (53) 26 (57) 26 (57) 29 (64) 29 (64)
Outdoor kg (lbs) 41 (90) 41 (90) 61 (134) 61 (134) 86 (189) 86 (189)
Connection Pipe Diameter (Liquid / Gas) o 6.35/12.7 6.35/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Individual louver control o Drain hose Diameter (1.D./0.D.) 25/32 25/32 25/32 25/32 25/32 2532
‘ u\ Max Pipe Length (Pre-Charge) " 30 (15) 30 (15) 50 (20) 50 (20) 50 (20) 50 (20)
Max Height Difference 20 20 30 30 30 30
Each louver can be set individually by Touch Panel Wired Remote . Operation Range Cooling . 15 t0 46 15 t0 46 15t 46 15t0 46 15t0 46 15to 46
Controller to enjoy the comfort of different directional airflows according peret ’ Heating 150 24 1510 24 1510 24 1510 24 -15t0 24 -15t0 24
to various room layouts. Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A(2,088) | R410A(2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088)
“Touch Panel Wired RC (UTY-RNRYZ3)only Charge [kg(CO2eqT) [ 1.80(3.8) 1.80 (3.8) 210 (4.4? 210 (4:4) 3.35 (7.0) 3.35 (7.0)
Variation UTG-UKYA-W: White Colgr with touch panel wired remote controller
' - o - , UTG-UKYC-W: White Color / UTG-UKYA-B*1: Black Color
Comfortable air conditioning by Efficient air conditioning based on the Cassette Grille
preventing direct blowing of cold air  room layout Dimensions (H x W x D) [ mm 53x950x950 | 53x950x950 | 53x950x950 | 53x950x950 | 53x950x950 | 53x950x950
and by providing swinging air flow Weight | kg(lbs) 6003 | 6003 | 6003 | 6003 | 6003 | 60(13
simultaneously. *1: IR Receiver kit and human sensor kit cannot be connected.
Optional parts
Wired Remote Controller: UTY-RNRYZ3, UTY-RVNYM,  Air Outlet Shutter Plate: UTR-YDZK
Human sensor increases more energy saving —————— 2 modes can be selected. UTY-RLRY, UTY-RNNYM Insulation Kit For High Humidity: UTZ-KXRA -
] . Sl Simple Remote Controller: UTY-RSNYM, UTY-RSRY, Flesh Air Intake Kit: UTZ-VXRA Ceiling panel
. . . . . : ower s saved while UTY-RHRY External input and output PCB (with box): UTY-XCSX + UTZ-GXRA
Energy saving operation starts automancally by detecting the motion Autosaving o ooe are away. IR Receiver Kit: UTY-LBTYC External w[:mect kit P ( ) UTYXWIXTG 850mm
of a person. 2 modes of save operation mode and stop mode can be = o _ Human Sensor Kit: UTYSSHZXC Cassette Grille : UTG-UKYAW, UTG-UKYA-B, UTG-UKYC-W
selected. | Auto OFFy OPration stops after Wide Panel: UTG-AKXA-W Wireless LAN Interface: UTY-TENXZ1 I
people go out. Panel Spacer: UTG-BKXA-W -
= *Touch Panel Wired RC (UTY-RNRYZ3) only
L . .
Human sensor (Option) Dimensions
(Unit: mm)
Ry g ep—
. . Human sensor (Option) f H
IR receiver (Option) » I '
Various Cassette Grille g ! _lg
2 | 2|g
Both, black and white color grilles are available. - - =0 b i e sle
. H H i e e =4 i =
There are three types: whlt(? coIorgrlII‘e with P Y = Y 3 ' GlE
Remote Controller, only white color grille and : : 0 !
only black color grille. D i
Selectable according to the atmosphere — — —
and/or usage of the room. UTG-UKYA-W )  UTG-UKYA-B UTG-UKYCW \(Control) box Wire hole Drain hose  Liquid pipe  Gas pipe
White Color Grille - Black Color Grille White Color Grille
With touch panel wired | =~
remote controller —

(): AUXG18/24LRLB

086 087



PRODUCT LINEUP

SPLIT

Cassette
4-way Flow
Comfort for large room

i\GERANT

Bel1 L
DC i-PAM Drain Pump

Single (45/54)
phase

High efficiency turbo fan with 3-dimensional blade

Previous turbo fan: Air passing through the heat exchanger was New turbo fan: High efficiency airflow distribution has been achieved
uneven and the air would only flow close to the ceiling. by the introduction of a 3 dimensional blade which increases the air
passing over the heat exchanger.

Separation

phenomenon of No airflow

airflow Wind separation
Heat exchanger causes noise velocity Heat exchanger
I < Motor side > -l Fast r < Motor side > j,

Conventional blade 3-dimensional blade
~ Slow - 7
<€—: Spindirection === : Airflow direction - ©© & @ :Turbulent flow noise

Improvement of the airflow distribution

Frontpart  Ceiling

The louver design distributes air leaving a space between T =
the chassis and the ceiling allowing far and wide airflow
distribution. € =
Rear part <_>
b, |_d Much less temperature irreqularity
Bottom view Round louver by spreading airflow widely
Adjustment of hanger position is Low ambient operation
possible after installation
Hanging bracket can be checked directly by removing the corner cover.
Hanging position can be arranged easily.
Cooling 46°C
= Deltla(hable Heating 24°C
Grille corner _I 5°C
Adjustment can be done at Heating
Just taking off the corner
part
-10°C -15°C

088

Model : AUYG30LRLE / AUYG36LRLE / AUYG45LRLA / AUYG54LRLA /
AUYG36LRLA [3 phase] / AUYGA5LRLA [3 phase] / AUYG54LRLA [3 phase]

-

For AUYG30/36LRLE For AUYG45LRLA For AUYG36/45/54LRLA
(Single -phase)

AUYG36LRLA |AUYG45LRLA [AUYG54LRLA
AOYG36LATT |AOYGA5LATT | AOYG54LATT

Specifications

AUYG30LRLE AUYG36LRLE | AUYG45LRLA|AUYGASLRLA|AUYG54LRLA
L |AUYG3OLRLE | AUYG36LRLE | AUYG4SLRLA| AUYGASLRLA| AUYGSLRLA
| Oudoorunit |AOYG30LETL|AOYG36LETL| AOYGASLBTC| AOYGASLETL | AOYGSALETL

Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Capacity Cooling oW 8.5(2.8-10.0) |10.0 (2.8-11.2) | 12.1 (4.0-13.5) | 12.5 (4.0-14.0) | 13.3 (4.5-14.5) | | 10.0 (4.7-11.4) |12.5 (5.0-14.0) | 14.0 (5.4-16.0)
Heating 10.0 (2.7-11.2) [ 11.2 (2.7-12.7) | 13.5 (4.2-15.7) | 14.0 (4.2-16.2) | 16.0 (4.7-16.5) | |11.2 (5.0-14.0) | 14.0 (5.4-16.2) | 16.0 (5.8-18.0)
Input Power Cooling/Heating kw 2.65/2.77 3.12/3.02 3.89/3.85 | 3.88/3.77 | 4.42/4.69 2.44/2.56 | 3.54/3.58 | 4.36/4.43
EER Cooling Ww 3.21 3.21 3.11 3.22 3.01 4.10 3.53 3.21
cop Heating 3.61 3.71 3.51 371 3.41 438 3.91 3.61
Pdesign Cooling/Heating(-10°C) kw 8.5/8.0 10.0/8.7 - - - 10.0/10.0 - -
SEER Cooling W 6.50 6.30 - - - 6.50 - -
Scop Heating (Average) 4.30 4.20 - - - 430 - -
Energy Efficiency Cooling A++ A++ - - - A+ - -
Class Heating (Average) A+ A+ - - B A+ B B
Max. Operating Current Cooling/Heating A 17.0/17.0 18.5/20.0 23.5/23.5 20.5/20.5 21.5/21.5 7.9/7.9 8.9/8.9 9.9/9.9
Annual Energy Cooling KWhia 458 555 - - - 538 - -
Consumption Heating 2,604 2,897 - - - 3,253 - -
Moisture Removal I/h 2.5 3.5 4.5 4.5 5.0 3.0 4.5 5.0
Indoor (Cooling) H/IM/LIQ 40/38/36/32 | 43/38/36/32 | 46/42140/36 | 46142140136 | 47143141137 | | 44/39/36/33 | 46/42/40/36 | 47/43/41137
Sound Pressure Level Indoor (Heating) H/M/LIQ 40/38/36/32 | 43/38/36/32 | 46/42/40/36 | 46/42/140/36 | 47143141137 | | 44/39/36/33 | 46/42/40/36 | 47143/41/37
Outdoor(Cooling/Heating) | High dB(A) 53/55 54/55 58/58 55/55 55/57 51/53 54/54 55/56
Sound Power Level Indoor(Cooling/Heating) | High 54/54 57/57 - - - 58/58 - -
Outdoor(Cooling/Heating) | High 68/69 69/70 - - - 67/69 - -
Airflow Rate Indoor / Outdoor (Cooling) | High mh 1,600/3,600 | 1,800/3,800 | 1,900/4,650 | 1,900/6,750 | 2,000/6,750 | | 1,800/6,200 | 1,900/6,750 | 2,000/6,900
Indoor / Outdoor (Heating) | High 1,600/3,600 | 1,800/3,800 | 1,900/4,650 | 1,900/6,200 | 2,000/6,850 | | 1,800/6,200 | 1,900/6,200 | 2,000/6,900
Net Dimensions Indoor mm 288x840x840 | 288x840x840 | 288x840x840 | 288x840x840 | 288x840x840 | | 288x840x840 | 288x840x840 | 288x840x840
HxWxD Outdoor mm 830x900~330 | 830x900x330 | 914x970x370 |1,290x900x330 1,290x900~330| |1,290<900x330 | 1,290x900x330 | 1,290x900x330
Weight Indoor kq(lbs) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57)
Outdoor kg(Ibs) 61 (135) 61 (135) 75 (165) 86 (190) 86 (190) 104 (229) | 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 9.52/15.88 | 9.52/15.88 | 9.52/15.88
Drain hose Diameter (1.D./0.D.) mm 25.0/32.0 | 25.0/32.0 | 25.0/32.0 | 25.0/32.0 | 25.0/32.0 25.0/32.0 | 25.0/32.0 | 25.0/32.0
Max Pipe Length (Pre-Charge) m 50 (20) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)
Max Height Difference 30 30 30 30 30 30 30 30
Operation Range Cooling (DB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
Heating -15to 24 -15t0 24 -15t0 24 -15to 24 -15t0 24 -15t0 24 -15t0 24 -15to 24
Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R&10A (2,088) | | R410A (2,088) | R410A (2,088) | R410A (2,088)
Charge ‘ kg(C02eq-T) | 2.10 (4.4) 2.10 (4.4) 2.90(6.) | 3.35(7.0) 3.35(7.0) 3.45(7.2) 3.45(7.2) 3.45 (7.2)
Model name UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W | | UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W
Cassette Grille Dimensions (H x W x D) ‘ mm 50x950x950 | 50x950x950 | 50x950x950 | 50x950%950 | 50x950x950 | | 50x950x950 | 50x950x950 | 50x950%950
Weight ‘ kg(Ibs) 5.5(12) 5.5(12) 5.5(12) 5.5(12) 5.5 (12) 5.5 (12) 5.5(12) 5.5(12)
Optional parts
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM Insulation Kit For High Humidity: UTZ-KXRA s
Simple Remote Controller: UTY-RSNYM Fresh Air Intake Kit: UTZ-VXRA Ceiling panel
IR Receiver Kit: UTY-LRHYA2 Wireless LAN Interface: UTY-TFNXZ1 850 mm
Wide Panel: UTG-AKXA-W External Connect Kit: UTY-XWZX
Panel Spacer: UTG-BKXA-W Cassette Grille: UTG-UGYA-W |
Air Outlet Shutter Plate: UTR-YDZK T ey
Dimensions
(Unit: mm) _
IR receiver
(Option) Hanglng balt position

950

0840 : Indoor unit
Ceiling openin

860 t0 910

Hang‘mg%go\t position

T
o
—— ]
7 ‘—F
(Control) Box H P 358 Drain hose

278 60

Wj

| I i
i o= o *ﬁ} N
B immnall gL i
3 \_Ceiling i § 9]

1
Liquid pipe /Gas pipe E
Wire hole




PRODUCT LINEUP

SPLIT
Model : ARYG12LSLAP / ARYG14LSLAP / ARYG18LSLAP

Mini Duct

Built-in Drain Pump

Wired R.C.

ARYG12/14LSLAP ARYG18LSLAP
' & -
= .:
l-_} ; b
For ARYG12/14LSLAP For ARYGT8LSLAP

Vi

Specifications

; QR e 55 £ 5 —
REERIGERANT Model No. :
:
RZ;‘!I OA Power Source Single-phase, ~230V, 50Hz
. Cooling 3.5 (0.9-4.4) 4.3 (0.9-5.4) 5.2 (0.9-5.9)
Capacity Heating Kw 41(0.9-5.7) 5.0 (0.9-6.5) 6.0 (0.9-7.5)
Input Power Cooling/Heating kw 1.03/1.15 1.34/1.49 1.62/1.77
EER Cooling 3.40 3.21 3.21
ALL cop Heating Wrw 3.56 3.35 3.38
DC Pdesign Cooling/Heating(-10°C) kw 3.5/4.2 43145 5.2/5.2
SEER Cooling WIW 5.70 5.60 5.80
Scop Heating 3.90 3.80 3.80
Energy Efficiency Cooling A+ A+ A+
Class Heating A A A
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0112.5 11.5/13.5
Annual Energy Cooling KWhia 215 269 314
Consumption Heating 1,505 1,656 1,913
. . . Moisture Removal I/h 12 1.4 1.8
Large |lVIng Space available Indoor (Cooling] __ |H/M/LIQ 31127125123 353027123 33129126123
. o Sound Pressure Level Indoor (Heating) H/M/L/Q 31/27125123 35/30/27/23 33/29/26/23
« Installation space can be reduced down to minimum depth Outdoor(Cooling/Heating) | High dB(A) W7/48 49149 50/50
450 mm height 198 mm and compact design Indoor(Cooling/Heating) | High 55/57 60/62 58/59
o A . sound Power Level door(Cooling/Heating) | _High 61/63 62/64 62/65
* Minimum size: Depth 450 mm, Height 198 mm Volume Outdoor(Cooling/Heating) | _Hig
27% down compared with current model Aiflow Rate Indoor / Outdoor (Coolfng) H!gh mh 650/1,780 800/1,910 940/2,000
0 p Indoor / Outdoor (Heating) | High 650/1,630 800/1,740 940/1,910
« Lightweight: 15.5 kg 18% down (12/14 models) Static pressure range (Standard) Pa 0to0 30 (10) 0to 50 (15) 0 to 50 (15)
Net Dimensions Indoor mm 198x700x450 198x700x450 198x900x450
HxWxD Outdoor mm 578x790=300 578x790=300 632x799x290
Weight Indoor kg(Ibs) 15.5 (34) 15.5 (34) 18.5 (41)
Outdoor kg(lbs) 40 (88) 40 (88) 36 (79)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/12.70 6.35/12.70
i: Drain hose Diameter (1.D./0.D.) 25/32 25/32 25/32
H H . 3 Max Pipe Length (Pre-Charge) 25 (15) 25 (15) 25 (15)
Op.tlmum alr!:low path and IOW .‘\‘L' \ Max Height Difference m 15 15 15
noise operatlon f— l V-shape heat exchanger Operation Range EZZ::?; °(DB 12 Ez lzf 12 Ez ;i 1(5) Eg ;i
J_ - -
Low noise is realized drasticall by stabilized Y7 L R— R0 2.0 K08 2.0 R0 .0

airflow design

IF

Optional parts

Wired Remote Controller: UTY-RLRY, UTY-RNRYZ3, UTY-RVNYM, Auto Louver Grille Kit:  UTD-GXTA-W (ARYG12/14LSLAP)
UTY-RNNYM UTD-GXTB-W (ARYGI8LSLAP)

High efficient DC fan motor . )
Simple Remote Controller: UTY-RSNYM, UTY-RSRY, UTY-RHRY External connect kit: ~ UTY-XWZXZG

Lower power consumbtion

IR Receiver Kit: UTY-LBTYM Wireless LAN Interface: UTY-TFNXZ1
Remote Sensor Unit: UTY-XSZX
Drain hose is standard accessory
Easy design and maintenance for drain Built-in drain pump as standard: Dimensions
Maintenance is easy (Unit: mm)
By using the DC fan mgtor, it is possible to change the static pressure : Parts can be replaced from lBoI?pit(hi .
range from 0 to 50 Pa*. the side of the body where |

The change of static pressure range is possible by remote controller.
*12 model: 0 to 30 Pa.

maintenance is easier

T T 18 o
T P
—— e ]

View R (Rear view)

>

469

198

oo &

Drain hose (Accessory)
B (VP25: ID25mm, OD32mm)

Auto Louver Grille Kit (Option) R _ | i ARYGIBLSLAP
——— = B . = o
« Thin design provides a comfortable living environment over a wide area. i gy al B 700 900
+ Automatic louver grille provides comfortable air conditioning all the way Control box E 66‘305 :552
i i i i > Drain port Drain port - '
down to the floor and matches the interior design well. (Optional) Dramport (0925 025, Obaoren) s s, 0032mmm) £ 70 1588
(VP25: 1D25mm, 0D32mm)
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PRODUCT LINEUP

SPLIT
Model : ARXGO9KLLAP / ARXG12KLLAP / ARXG14KLLAP / ARXG18KLLAP

——

ARXG09/12/14KLLAP ARXG18KLLAP

Slim Duct

Slim & Comfort

For ARXGO9/12/14KLLAP  For ARXGI8KLLAP
Specifications

o ARXGO9KLLAP ARXGI2KLLAP ARXG14KLLAP ARXGI8KLLAP
odel NO.
AOYGO9KBTB AOYGI2KBTB AOYGI4KBTB AOYGISKBTB

Power Source Single-phase, ~230V, 50Hz
) Cooling 25(0.93.2) 35 (0.9-4.4) 4.3 (0.9-5.4) 5.2(0.9-59)
Capacity Heating kw 3.2(0.9-4.7) 41(0.9-5.7) 5.0(0.9-6.5) 6.0 (0.9-7.5)
1 Input Power Cooling/Heating kw 0.60/0.79 0.93/1.08 1.28/1.32 1.55/1.62
l; EER Cooling WIW 417 3.76 3.36 335
".ﬁ& EJ cop Heating 4.05 3.80 379 370
Cangeoier Do Pump Pdesign Cooling/Heating(-10°C) KW 2.512.6 3.5034 43138 52044
SEER Cooling W 6.20 6.10 5.80 6.20
SCoP Heating 430 4.00 3.90 410
Energy Efficiency Cooling A++ A++ A+ A+t
Class Heating A+ A+ A A+
Max. Operating Current Cooling/Heating A 79 9.7 10.2 12.1
He|ght Annual Energy Cooling KWhia 141 201 259 293
Consumption Heating 845 1,189 1,362 1,501
SI. d . 1 98 I I II I I Moisture Removal I/h 0.7 13 1.5 2.0
Im aesign Drai Indoor (Cooling] __ |H/M/LIQ 28127126125 29128126125 32130128126 32130129127
The slim desian allows installati h i fain pump Sound Pressure Level|  Indoor (Heating)  |H/M/L/Q 28126125124 29128126124 32130128125 32130129127
€ slim design allows installations where ceilings are narrow. built-in Outdoor(Cooling/Heating) | High |  dB(A) 46146 47167 49749 50/50
Drain hose as standard accessory cound Power Leval | Indoor(Cooling/Heating) | High 57/57 58/58 60/60 58/58
Outdoor(Cooling/Heating) | High 59/59 61/61 62162 62162
] Indoor / Outdoor (Cooling) | High B 600/1,480 650/1,580 800/1,670 940/2,160
Airflow Rate - - m’/h
Indoor / Outdoor (Heating) | High 600/1,410 650/1,520 800/1,580 940/1,830
Static pressure range (Standard) Pa 0to 90 (25) 0to 90 (25) 0to 90 (25) 0to 90 (25)
. o . New model Net Dimensions Indoor mm 198x700x620 198x700x620 198x700x620 198x900x620
Compact and |IghtWEIght outdoor unit Weight HxWx D Qutdoor mm 542x799x290 542x799x290 542x799x290 632x799x290
d lightweiah d ) d id  choi Current model 3 3 kg 0 Weidht Indoor kq(Ibs) 17 (37) 17 (37) 17 (37) 20 (44)
Compact and lightweight outdoor unit expands a wider range of choice 40 kg _ ‘I 7 . 5 /0 9 Outdoor kq(ibs) %00 B0 B0 36 79)
for installation location. This makes it easier to use this outdoor unit. 5 — Connection Pipe Diameter (Liquid / Gas) o 6.35/9.53 6.35/9.53 6.35/9.53 6.35/12.70
7/—(“ Drain hose Diameter (1.D./0.D.) 25/32 25/32 25/32 25/32
12/14 models Max Pipe Length (Pre-Charge) m 20 (15) 25 (15) 25 (15) 30 (20)
Max Height Difference 15 20 20 20
: Cooling o -15to 46 -15to 46 -15 to 46 -15 to 46
Operation Range Heating 0B 15 to 24 15 to 24 15 to 24 510 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675)
9 Charge [ kqg(C02eq-T) 0.85 (0.574) 0.85 (0.574) 0.85 (0.574) 1.02 (0.689)
Optional parts
I bl . h .d f o Wired Remote Controller: UTY-RNRYZ3, UTY-RLRY, Wireless LAN Interface: UTY-TFSXZ1
Selectable with a wide range of static pressure UTY-RVNYM, UTY-RNNYM  Remote Sensor Unit:  UTY-XS7X
. . . . Simple Remote Controller: UTY-RSRY, UTY-RHRY, Auto Louver Grille Kit:  UTD-GXTA-W (ARXG12/14KLLAP),
By using the DC fan motor, itis possible to change the static pressure UTY-RSNYM UTD-GXTB-W (ARXGI8KLLAP)
range from 0 to 90' Pa. ‘ ' IR Receiver Kit: UTY-LBTYM External Connect Kit: ~ UTY-XWZXZG Drain hose is standard accessory
The change of static pressure range is possible by remote controller.
Static pressure range
Dimensions
0to90 Pa —
(Unit: mm)
o ~ '_l 51 G al -
ML* Eall =
. . . . — 1 — ﬁ E ESh
Auto Louver Grille Kit - Low ambient operation | U
. 52
= ]
(Option) [ﬂhh‘*nahhﬂ 8 | & jﬁ
) ; o .
Simple flat Auto Louver will . Cooling 3 o
P ) H-H"“'w = 46°C 46°C — ARXGO9/12/14KLLAP ARXG18KLLAP
provide comfort airflow and = ) F /[L £ JJ
A ) o e -1 ooc Heating (ATsurroundings] D A 700 900
harmonize with luxury interior. e 24°C 9 c . 5 0 850
Lo - . 10
v o EER frottpre 2 289457 C 73 93¢
_1 5 c I 5] | . I D 650 850
S | i e of E P100x6-600 P100x8=800
777777777777777 B i
0% § T F 1825 22525
Current model -15°C -15°C 36/ G 574 774
New model
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PRODUCT LINEUP

SPLIT
Model : ARYG12LLTB / ARYG14LLTB / ARYG18LLTB

—— "

ARYG12/14LLTB ARYG18LLTB

Slim Duct

Slim & Comfort
Wired R.C.

'y F .l-. -
l-_} ; b
ForARYG12/14LLTB  For ARYGI8LLTB
Specifications

- - = ] ARYG12LLTB ARYG14LLTB ARYGI8LLTB
REFRIGERANT . Model No. _
RAT0 P | '

Power Source Single-phase, ~230V, 50Hz
. Cooling 3.5(0.9-4.4) 4.3 (0.9-5.4) 5.2 (0.9-5.9)
Capacity Heating kw 41(0.9-5.7) 5.0(0.9-6.5) 6.0 (0.9-7.5)
Input Power Cooling/Heating kw 1.05/1.11 1.33/1.34 1.62/1.66
EER Cooling 333 3.21 3.21
cop Heating ww 3.69 3.71 3.61
Pdesign Cooling/Heating(-10°C) KW 3.5/4.2 43145 5.2/5.2
SEER Cooling WIW 5.90 5.80 6.20
SCoP Heating 4.00 3.90 4.10
Energy Efficiency Cooling A+ A+ A++
Class Heating A+ A A+
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0/12.5 11.5/13.5
Annual Energy Cooling KWhia 207 259 294
Consumption Heating 1,467 1,614 1,775
SI. d . Drain port Moisture Removal I/h 1.3 1.5 2.0
Im daesign - P Indoor (Cooling) [ H/M/L/Q 29128126125 32130128126 32130129127

. . . . - Sound Pressure Level Indoor (Heating) H/M/LIQ 29/28/26/24 32/30/28/25 32/30/29/27
The.sllm design allows installations where ceilings are narrow. Height Outdoor{Cooling/Heating) |_High dB(A) 278 20149 050
Drain hose as standard accessory 198 mm cound Power Level | Indoor(Cooling/reating) | igh 58/58 60/60 58/58

Ouna FOWErL&VEl 1o tdoor(Cooling/Heating) | High 61/63 62/64 62/65
Drain pump Airflow Rate Indoor / Outdoor (Cooling) | High mih 650/1,780 800/1,910 940/2,380
built-in Indoor / Outdoor (Heating) | High 650/1,630 800/1,740 940/2,080
Drain pump Static pressure range (Standard) Pa 0090 (25) 0to 90 (25) 0to 90 (25)
Net Dimensions Indoor mm 198x700x620 198700620 198x900x620
HxWxD Outdoor mm 578x790=300 578x790x300 632x799%290
Weight Indoor kg(Ibs) 19 (42) 19 (42) 23 (51)
Outdoor kg(lbs) 40 (88) 40 (88) 36 (79)

H H H Ceiling concealed Floor concealed Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/12.70 6.35/12.70
Flexible installation Drain hose Diameter (1.D./0.D.) mm 25/32 25132 25132
2-type installation methods of ceiling concealed and floor concealed max E‘Pe r&eggrtrh (Pre-Charge) m 251(5‘5) 251(5‘5) 251(5‘5)

ax Height Difference
can be selected. Operation Range Cooling °CDB -10 to 46 -10 to 46 -10 to 46
Heating -15to 24 -15to 24 15 to 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
Charge ‘ kg(C02eq-T) 1.15 (2.4) 1.25 (2.6) 1.20 (2.5)

Optional parts

Wired Remote Controller: UTY-RNNYM, UTY-RVNYM Auto Louver Grille Kit:  UTD-GXTA-W (ARYG12 / 14LLTB)

Selectable with a wide range of static pressure simple Remote Controller: UTY-RSNYM UTD-GXTB-W (ARYG18LLTB)
. o . X IR Receiver Kit: UTY-LRHYM External connect kit: ~ UTD-ECS5A
By using the DC fan motor, it is possible to change the static pressure Remote Sensor Unit: ~ UTV-XSZX Wireless LAN Interface: UTY-TFNXZ1
range from O to 90' Pa. ‘ ' Drain hose is standard accessory
The change of static pressure range is possible by remote controller.
Static pressure range
Dimensions
0to90 Pa —
(Unit : mm)
g 51 G -
2& i il 18
H B o . = [ — E mﬂ;p%‘
Auto Louver Grille Kit Ao lowerGile  puct ype Low ambient operation B e Ll
(Option) el :}F@j o
c - 48
Simple flat Auto Louver will ! ° R o
; . o oo 45 —
provide comfort airflow and celectaple  ME e E 1
i R H i . . (All surroundings) D A 700 900
harmonize with luxury interior.  and auto swing Heating 24°C ‘ C ﬂ B 650 850
fremememem e o | (Bolt pitch) 43 B2 ofafunf ] =
, 1‘/ _15 C 88w 2 £2g85 C 734 934
7 ' ] =) | o I D 650 850
= g e at Heating I E e o] E P100x6=600 P100xB-800
ired Remote B H
Wireless Remote — conuroller A %j[i‘l F 18x@5 22x05
Controller -10°C -15°C 367 G 574 774
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PRODUCT LINEUP

SPLIT

Medium Static
Pressure Duct

Compact & Comfort

odEANA
DC i-PAM | V-PAM

(30/36/ (121141
45/54)  18/24)

(30/36/
45/54)

Noise Level - V-shape heat exchanger

High Efficiency & Quiet operation

The combination of the V-shaped heat exchanger,
air stabilizer, and the high efficient DC fan motor
allowed high efficiency and quiet operation.

28dB(A) il

ARYG18LHTBP Air Stabilizer |\

o

&'}'”‘- [

High efficient DC fan motor
Lower power consumption

Small and light weight outdoor unit

This model is much more compact than conventional outdoor unit.
It can be installed in a narrow place.

New model
Current model 33 k Weight
40 kg 9 1-17.5%
12/14 models

Current model New 45/54 models

Automatic Airflow adjustment function

This unique and innovative function detects required air flow in
each application case and automatically adjust the volume.

096

Low ambient operation

i Cooling 46°C
i o Heating
1 ?, C 24°C
15°C
atCooling
-10°C
Current model -15°C -15°C

New model

Model: ARXG12KHTAP / ARXG14KHTAP / ARXG18KHTAP / ARXG22KHTAP / ARXG24KHTAP
ARXG30KHTAP / ARXG36KHTAP / ARXG45KHTAP / ARXG54KHTAP

L AL L] 1

ARXG12/14KHTAP ARXG18/22/24130KHTAP ARXG36/45/54KHTAP

- = =
I .
=
- - r > »
5

For ARXG12/14KHTAP  For ARXG18/22KHTAP  For ARXG24KHTAP  For ARXG30/36KHTAP  For ARXG45/54KHTAP

-

Specifications

ARXGI2KHTAP | ARXGI4KHTAP | ARXGIBKHTAP | ARXG22KHTAP | ARXG24KHTAP | ARXG3OKHTAP | ARYG36KHTAP | ARXGASKHTAP | ARXGAKHTAP
o | ARKGI2KHTAP | ARKGIGKHTAP | ARKGIBKHTAP | ARKG22KHTAP | ARKG2IKHTAP | ARKGROKHTAP | ARKGRGKHTAP | ARKGASKHTAP | ARKGS4KHTA |
AOYGI2KBTB | AOYGI4KBTB | AOYGISKBTB | AOYG22KBTB | AOYG24KBTB | AOYG3OKBTB | AOYGIGKBTB | AOYGASKBTB | AOYG54KBTB

Power Source Single-phase, ~230V, 50Hz
Capacity Cooling W 3.5(0.9-4.4) | 43(0.9-5.4) | 5.2(0.9-5.9) | 6.0 (0.9-6.7) | 6.8 (0.9-8.0) |8.5 (2.8-10.0) |9.5 (2.8-11.2) [12.1 (4.0-14.0)[13.4 (4.5-14.5)
Heating 4.1(0.9-5.7) | 5.0 (0.9-6.5) | 6.0 (0.9-7.5) | 7.0 (0.9-8.0) | 7.5 (0.9-9.1) |10.0 (2.7-11.2)[10.8 (2.7-12.7)|13.5 (4.2-16.2)|15.5 (4.7-16.5)
Input Power Cooling/Heating kW 0.87/1.00 1.171.25 1.36/1.56 1.71/1.81 1.89/1.85 | 2.65/2.63 | 2.86/2.48 | 3.53/3.37 | 4.42/3.89
EER Cooling Wiw 4.02 3.68 3.82 3.51 3.60 3.21 332 3.43 3.03
coP Heating 410 4.00 3.85 3.87 4.06 3.80 4.35 4.01 3.98
Pdesign Cooling/Heating(-10°C) kW 3.513.4 4.3/3.8 5.214.4 6.0/4.8 6.8/6.0 8.5/8.0 9.5/8.7 - -
SEER Cooling WIW 6.30 6.20 6.50 6.50 6.50 6.23 6.10 - -
SCop Heating (Average) 410 4.00 410 4.20 4.10 4.00 4.20 - -
Energy Efficiency Cooling At+ A++ A+t A+t At+ A++ A+t B B
(lass Heating (Average) A+ A+ A+ A+ A+ A+ A+ - -
Max. Operating Current Cooling/Heating A 9.7 10.2 12.1 126 13.6 22.6 22,6 28.5 28.5
Annual Energy Cooling KWhia 194 243 280 323 366 477 544 - -
Consumption Heating 1,159 1,328 1,501 1,597 2,048 2,796 2,898 - -
Moisture Removal I/h 0.7 0.9 1.2 15 1.8 23 2.0 2.6 37
Indoor (Cooling) HIM/LIQ 32127126124 | 33128127125 | 28125/22/20 | 28/25/22/20 |32/28/24121|36/33/30/29|36/31/28/26|39/35/31/29|39/35/31/29
Sound Pressure Level Indoor (Heating) H/IM/LIQ 32127126124 | 33/28127125 | 28125/22/20 | 28/25/22/20 |32/28124121|36/33/30/29|33/31/28/26|39/35/31/29|39/35/31/129
Outdoor(Cooling/Heating) | High dB(A) L7167 49149 50/50 51/51 53/54 53/55 55/55 57157 57/59
Indoor(Cooling/Heating) | High 57/58 59/60 54/54 57/57 57157 63/65 64/63 67/69 67/69
Sound Power Level - - "
Outdoor(Cooling/Heating) | High 61/61 62162 62162 63/63 65/66 68/69 70/70 717N 73173
Airflow Rate Indoor / Outdoor (Cooling) | High mh 850/1,580 | 950/1,670 |1,050/2,160{1,050/2,240]1,360/2,700|1,700/3,750|2,050/3,750 2,550/4,450| 2,550/4,450
Indoor / Outdoor (Heating) | High 850/1,520 | 950/1,580 |1,050/1,83011,050/1,9601,360/2,700|1,700/3,7502,050/3,750| 2,550/4,450| 2,550/4,450
Static pressure range (Standard) Pa 30t0 200 (35) | 30t0 200 (35) | 30 to 200 (35) | 30t 200 (35) | 30 to 200 (35) | 30 to 200 (47) | 30 to 200 (47) | 30 to 200 (60) | 30 to 200 (60)
Net Dimensions Indoor mm | 300x700x700 | 300x700x700 | 300x1,000x700 | 300x1,000x700 | 300x1,000x700|300x1,000x700 |300x1,400%700] 300x1,400x700|300x1,400x700
HxWxD Outdoor mm | 542x799x290 | 542x799x290 | 632x799x290 | 632x799x290 | 716x820x315 | 788x940x320 | 788x940x320 | 998x940x320 | 998x940x320
Weight Indoor kq(lbs) 27 (60) 27 (60) 35 (77) 35 (77) 36 (79) 36 (79) 46 (101) 46 (101) 46 (101)
Outdoor kg(lbs) 33 (73) 33(73) 36 (79) 38 (84) 42 (93) 52 (115) 52 (115) 67 (148) 67 (148)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.53 6.35/9.53 | 6.35/12.70 | 6.35/12.70 | 6.35/12.70 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88
Drain hose Diameter (I.D./0.D.) 25/32 25/32 25/32 25/32 25/32 25/32 25/32 25/32 25/32
Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 30 (20) 30 (20) 30 (20) 50 (30) 50 (30) 50 (30) 50 (30)
Max Height Difference 20 20 20 25 25 30 30 30 30
Operation Range Cooling (DB -15to 46 -15 to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15t0 46 | -15to46
Heating -15to 24 -15t0 24 -15to 24 -15t0 24 -15t024 | -15t024 | -15t024 | -15t024 | -15t024
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32(675) | R32(675) | R32(675) | R32(675) | R32(675) | R32(675)
Charge ‘ kg(C02eq-T)| 0.85(0.574) | 0.85(0.574) | 1.02 (0.689) | 1.25(0.844) | 1.25(0.844) | 1.90(1.283) | 1.90(1.283) | 2.70(1.823) | 2.70(1.823)

Optional parts

Wired Remote Controller: UTY-RNRYZ3, UTY-RLRY, Long Life Filter: UTD-LFNA (ARXG36/45/54KHTAP)
UTY-RVNYM, UTY-RNNYM UTD-LFNB (ARXG18/24/30KHTAP)
Simple Remote Controller: UTY-RSRY, UTY-RHRY, UTY-RSNYM UTD-LFNC (ARXG12/14KHTAP)
IR Receiver Kit: UTY-LBTYM External Input and Output PCB (with bracket): UTY-XCSX + UTZ-GXNA
Wireless LAN Interface:  UTY-TFSXZ1 External Connect Kit: UTY-XWZXZG
Remote Sensor Unit: UTY-XSZX External Input and Output PCB BOX : UTZ-GXRA . )
Drain hose is standard accessory
Dimensions
(Unit: mm)
D s
C
LRI I N — S—
= . = S — ]
(Gas pipe
’ oyo o Liquid PiPE\ Drain port
= g e o
S Air o " o® @ . ARXG12/14KHTAP ARXG18/22/24/30KHTAP | ARXG36/45/54KHTAP
|
050 0 0F il
] S = 5] 1,000 1,400
| | ‘
A :
Top View . Drain’port B 462 762 1,162
Side View (L) -1 Side View (R)
R *I IL =8 C 650 895 1,295
N I P
D 740 1,040 1,440
Front View

097




PRODUCT LINEUP

098

SPLIT

Medium Static
Pressure Duct

Compact & Comfort

i—%m V-pPAM

(30/36/ (121141
45/54)  18/24)

High Efficiency & Quiet operation

The combination of the V-shaped heat exchanger,
air stabilizer, and the high efficient DC fan motor
allowed high efficiency and quiet operation.

(30/36/
45/54)

V-shape heat exchanger

Noise Level {E

28dB(A) AN

ARYG18LHTBP Air Stabilizer |\
R p—r

High efficient DC fan motor
Lower power consumption

Automatic Airflow adjustment function

This unique and innovative function detects required air flow in each
application case and automatically adjust the volume.

Improved installation flexibility

» Capable to be installed in various applications that requires static

36/45/54:1400mm

18/24/30:1000mm
12/14:700mm

pressure of 30 Pa to 200 Pa* L 30pa  200%a

+ Built-in drain pump, rises drain up to 850 mm - Sho,tductﬁlan?;uct

« Unified depth throughout the range enables the selection of the ?non(\)I it dumper
capacity regardless of the additional space. T

(*: 12/14/18/24/30/36 models) o

Improved service and maintenance Low ambient operation

* Drain pump is easily detachable from the side Cooling 46°C

* Easy access to electrical box

» Error code can be checked more in detail from error history Heating 24°C

-15°C ‘
-10°C (12114 models) -15°C

-15°C (18/24/30/36/45/54 models)

REFRIGERANT

RATOA

Model: ARYG12LHTBP / ARYG14LHTBP / ARYG18LHTBP / ARYG24LHTBP
ARYG3O0LHTBP / ARYG36LHTBP / ARYG45LHTBP / ARYG54LHTBP

R R

Touch Panel Wired R.C.

ARYG12/14LHTBP ARYG18/24/30LHTBP ARYG36/45/54LHTBP

|

P ' 1
| - 1 |
= | L

J = ) -
| ) .=
For ARYGI2/14LHTBP  For ARYG18/24LHTBP  For ARYG30/36LHTBP  For ARYGAS/54LHTBP
Specifications

o ARYGI2LHTBP | ARYGI4LHTBP | ARYGISLHTBP | ARYG24LHTBP | ARYG30LHTBP | ARYG36LHTBP | ARYGASLHTBP | ARYGS4LHTBP
odel NO.
| Oudoorunit | AOYVGI2LBLA| AOYGI4LBLA | AOYGIBLBCA | AOYG24LBCA | AOYG3OLBTA | AOYG36LBTA | AOYGASLBTA | AOYG54LBTA

Power Source Single-phase, ~230V, 50Hz
Capacity Cooling W 3.5(0.9-4.4) | 43(0.9-5.4) | 5.2(0.9-6.5) | 6.8(0.9-8.0) | 8.5(2.8-10.0) | 9.4 (2.8-11.2) | 12.1 (4.0-14.0) | 13.4 (4.5-14.5)
Heating 41(0.9-57) | 5.0(0.9-6.5) | 6.0(0.9-7.5) | 8.0(0.9-9.1) | 10.0(27-11.2) | 11.2(2.7-12.7) | 133 (4.2-16.2) | 16.0 (4.7-16.5)
Input Power Cooling/Heating kw 0.90/1.00 1.18/1.25 1.37/1.48 1.95/2.21 2.65/2.70 2.83/3.07 3.59/3.44 4.4214.62
EER Cooling Wiw 3.89 3.64 3.80 3.49 3.21 3.32 3.37 3.03
cop Heating 410 4.00 4.05 3.62 3.70 3.65 3.87 3.46
Pdesign Cooling/Heating(-10°C) kW 3.5/4.2 43145 5.2143 6.8/6.0 8.5/8.0 9.4/8.7 - -
SEER Cooling WIW 6.20 6.10 715 6.50 5.95 5.81 - -
SCoP Heating (Average) 410 4.00 411 401 3.95 3.81 - -
Energy Efficiency Cooling A++ A+t At+ A+t A+ A+ R R
Class Heating (Average) A+ A+ A+ A+ A A - -
Max. Operating Current Cooling/Heating A 8.0/105 9.5/13.0 10.0/13.5 13.5/18.5 17.0117.0 20.0/20.0 225/22.5 23.5/23.5
Annual Energy Cooling KWha 198 247 255 366 500 566 - -
Consumption Heating 1,434 1,573 1,462 2,092 2,833 3,194 - -
Moisture Removal Ih 0.7 0.9 1.2 1.8 2.3 2.0 2.6 26
Indoor (Cooling) H/M/L/Q 32127126124 | 33128/27/25 | 28/25/22/20 | 322824121 | 36/33/30/29 | 36/31/28/26 | 39/35/31/29 | 39/35/31/29
Sound Pressure Level Indoor (Heating) H/MILIQ 32127126/24 | 33/28/27/125 | 28/25/22/20 | 32/28/24121 | 36/33/30/29 | 33/31/28/26 | 39/35/31/29 | 39/35/31/29
Outdoor(Cooling/Heating) | High dB(A) 47148 49149 50/51 55/56 53/55 54/55 55/55 55/57
Sound Power Level Indoor(Cooling/Heating) | High 57/58 59/60 54154 57157 63/65 64/63 67/69 67/69
Outdoor(Cooling/Heating) | High 60/61 64/63 63/62 68/68 68/69 69/70 69/68 69/71
Airflow Rate Indoor / Outdoor (Cooling) | High mh 850/1,780 950/1,910 1,050/1,900 | 1,360/2,460 | 1,700/3,600 | 2,050/2,800 | 2,550/6,750 | 2,550/6,750
Indoor / Outdoor (Heating) | High 850/1,630 950/1,740 1,050/1,700 | 1,360/2,340 | 1,700/3,600 | 1,850/2,800 | 2,550/6,200 | 2,550/6,850
Static pressure range (Standard) Pa 300 200 (35) | 30to 200 (35) | 30 to 200 (35) | 30 to 200 (35) | 30 to 200 (47) | 30 to 200 (47) | 30to 160 (60) | 30to 160 (60)
Net Dimensions Indoor mm | 300x700x700 | 300x700%700 |300x1,000700 | 300x1,000x700 | 300x1,000x700 | 300x1,400x700 | 300x1,400x700 | 300x1,400%700
HxWxD Outdoor mm | 578x790x300 | 578x790x300 | 620x790x290 | 620x790%290 | 830x900%330 | 830x900x330 | 1,290x900~330 | 1,290x900x330
Weight Indoor kq(lbs) 27 (59) 27 (59) 36 (79) 36 (79) 36 (79) 46 (101) 46 (101) 46 (101)
Outdoor kg(lbs) 40 (88) 40 (88) 41(90) 41(90) 61 (134) 61 (134) 86 (189) 86 (189)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/9.52 6.35/12.70 6.35/12.70 6.35/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 25/32 25/32 25/32 25/32 25/32 25/32 25/32 25/32
Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 30 (15) 30 (15) 50 (20) 50 (20) 50 (20) 50 (20)
Max Height Difference 15 15 20 20 30 30 30 30
Operation Range Cooling (DB -10to 46 -10to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
Heating -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15to 24 -15to 24
Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R4T10A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088)
Charge \ kg((02eqT)| 115 (2.4) 1.25 (2.6) 1.80 (3.8) 1.80 (3.8) 2.10 (4.4) 2.10 (4.4) 3.35(7.0) 3.35(7.0)
Optional parts
Wired Remote Controller: UTY-RNRYZ3, UTY-RVNYM, Long life filter: UTD-LFNA (ARYG36/45/54LHTBP)
UTY-RNNYM, UTY-RLRY UTD-LFNB (ARYG18/24/30LHTBP)
Simple Remote Controller: UTY-RSNYM, UTY-RSRY,

UTD-LFNC (ARYG12/14LHTBP)

UTY-RHRY Remote Sensor Unit: UTY-XSZX
IR Receiver Unit : UTY-LBTYM External input and output PCB (with bracket): UTY-XCSX + UTZ-GXNA
Wireless LAN Interface:  UTY-TFNXZ1 External Input and Output PCB BOX: UTZ-GXRA . .
External connect kit: UTY-XWZXZG Drain hose is standard accessory
Dimensions
(Unit: mm)
D a0
C
o ] S—
= . = S —
‘ (Gas pipe
’ oyo o Liquid pipe Drain port
b= g e o
© Air © CHE o o® @ . ARYG12/14LHTBP ARYG18/24/30LHTBP | ARYG36/45/54LHTBP
||
080 0 0 ¢ il
= S . S IS A 700 1,000 1,400
\ g | ‘
A .
Top View . Drain’port B 462 762 1,162
Side View (L) -1 Side View (R)
R *I I‘ =8 C 650 895 1,295
= I P
D 740 1,040 1,440
Front View
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Standard

Model : ARXG22KMLA / ARXG24KMLA / ARXG30KMLA / ARXG36KMLA / ARXG45KMLA

Specifications

Model No.

For ARXG22KMLA

For ARXG24KMLA

- "
. =
- ' > X

For ARXG30/36KMLA

RP:

For ARXG45KMLA

REERIGERANTHESSSY

AOYG22KBTB AOYG24KBTB AOYG30KBTB AOYG36KBTB AOYG45KBTB

Power Source Single-phase, ~230V, 50Hz
Copacit Cooling W 6.0(0.9-6.7) 6.8 (0.9-8.0) 8.5(2.8-10.0) 95(2.8-11.2) 12.1 (4.0-13.0)
padty Heating 7.0 (0.9-8.0) 7.5(0.9-9.1) 10.0 (2.7-11.2) 10.8 (2.7-12.7) 13.5 (4.2-15.2)
B Input Power Cooling/Heating kw 1.78/1.87 2.1411.97 2.65/2.63 2.97/12.88 4.2213.84
EER Coolin 337 3.18 3.21 3.20 2.87
o 9
" o Heating ww 3.74 3.80 3.80 375 3.52
i-pam | V-pam Pdesign Cooling/Heating(-10°C) kW 6.0/4.8 6.8/6.0 8.5/8.0 95187 -
(30/36/45)  (24) (45) SEER Cooling ww 6.10 6.20 6.23 6.10 -
SCoP Heating 4.10 410 4.00 4.00 -
Energy Efficiency Cooling A++ At+ A+t Ai+ N
Class Heating A+ A+ A+ A+ -
Max. Operating Current Cooling/Heating A 12.6 13.6 22,6 226 28.5
Annual Energy Cooling KWhia 344 384 477 545 -
Consumption Heating 1,637 2,045 2,797 3,044 -
SI. & C d o Moisture Removal I/h 2.1 25 2.5 3.0 4.0
m ompact design Indoor (Cooling) | HIMILIQ 31129127125 3112927125 39/35/30126 39/35/30126 42038132128
Indoor Unit New Outdoor Unit Sound Pressure Level Indoor (Heating) HIM/LIQ 31/29/27/25 31/29/27125 42135130126 42/35/30/26 42/38/32/28
ndoor Uni ) ) - - -
The slim and compact design of the indoor unit, with the control box 45 model outdoor unit was changed completely. Easier ?ﬁ;ﬁ?{é@%?.‘ﬁl?ﬁtan“n?)) E:g: o 2[11;2]2 ZZ?Z; 2533;2; Z:ﬁg 22%
mounted on the side of the unit, allows installation in narrow spaces. '”S_ta”at'()” was realized by compact and lightweight outdoor Sound PowerLevel T door(Cooling/Heating) | _High 63/63 65/66 68/69 70170 7171
unit. Airflow Rate Indoor / Outdoor (Cooling) | High wh 1,100/2,240 1,100/2,700 1,900/3,750 1,900/3,750 2,100/4,450
) Indoor / Outdoor (Heating) | High 1,100/1,960 1,100/2,700 2,100/3,750 2,100/3,750 2,100/4,450
E;CTE?EIEE: lsartof Height Static pressure range (Standard) Pa 30 to 150 (35) 30 to 150 (35) 30to 150 (47) 30to 150 (47) 30to 150 (60)
daspatol o EE —— &Y T €ig Net Dimensions Indoor mm 270x1,135x700 270x1,135x700 270x1,135x700 270x1,135x700 270x1,135x700
1,200mm = 1,135 mm the main chassis
' ' . _ 2 2 7 % HxWx D Outdoor mm 632x799x290 716x820x315 788x940x320 788x940x320 998x940x320
. Weidht Indoor kq(Ibs) 35 (77) 35 (77) 38 (84) 38 (84) 39 (86)
9 Outdoor kg(lbs) 38 (84) 42 (93) 52 (115) 52 (115) 67 (148)
270 mm 7 Z 45 model Connection Pipe Diameter (Liquid / Gas) mm 6.35/12.70 6.35/12.70 9.52/15.88 9.52/15.88 9.52/15.88
r Drain hose Diameter (1.D./0.D.) 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1
Max Pipe Length (Pre-Charge) m 30 (20) 30 (20) 50 (30) 50 (30) 50 (30)
) Max Height Difference 25 25 30 30 30
0”5‘ tOUCht OPE-‘ftatl'lO” Operation Range Cooling . 15 to 46 15 to 46 15 to 46 15 to 46 15 to 46
m long Ifeiter , P 9 Heating 15 t0 24 5 to 24 15 t0 24 5 to 24 15 t0 24
(Optional Parts) ) Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675)
Current model New 45 model Refrigerant Charge [kq(COZeqT) | 1.25 (0.844) 1.25(0.844) 1.90(1.283) 190(1.283) 2.70(1.823)
See below for th ¢ Optional parts
i ee below for the case of rear suction type
Easy main tena nce Wired Remote Controller:  UTY-RNRYZ3, UTY-RLRY, Drain Pump Unit: UTZ-PXTINBA Max.
) ) ) ) Previous model New model UTY-RVNYM, UTY-RNNYM Wireless LAN Interface: UTY-TFSXZ1 1000 mm
Structural lmprovement is attained b\/ rnaklng the bo_ttor_n ! 1.Control box Simple Remote Controller: UTY-RSRY, UTY-RHRY, UTY-RSNYM ~ Remote Sensor Unit: ~ UTY-XSZX
panel two pieces, front'and rear. The internal fan casing is also 2 Fan casing IR Receiver Kit: UTY-LBTYM Long Life Filter: UTD-LF25NA
manufactured in two pieces, namely upper and lower. The 3 Fan Flange (Round): UTD-RF204 External Connect Kit: ~ UTY-XWZXZG __
maintenance of the motor and fan can be easily carried out by 9 4 Motor Flange (Square): UTD-SF045T Drain pump unit
removing the rear panel and the lower part of the casing while
leaving the main chassis installed. Dimensions
Bottom panel: 2 pieces (Unit: mm)
Large bottom
panel: 1 piece
) 1177(Bolt pitch) 114
e Outlet 66 3
32 A 3y ©
EZO
138 264 264 264 3 gO—J(‘“ hole) i el Sits
. . . . . . . — 4 %
Two-direction drain piping All class low ambient operation N e 5|4 [
1 o
- = P el IR
Coning e AR YaAVaR) 4y _ el 1 o
u5c ENSVANAND) I SO, )| b
) 75 N L .
=] =] -10°C by 0205 hole - i e N —— .
| P.CD.8225 | 1015 11 107 |24
Front view 121 1135 270
o Top view
alD - (D Refrigerant piping flare connection (Liquid) o 1 > Sideview (R
- a1 . atCooling @ Refrigerant piping flare connection (Gas) Side view (L) il I ide view (R)
CC ) -10°C (3 Drain piping connection i — Wﬁ

-15°C -15°C

Duct indoor unit
New model

Two-direction drain piping
100 101

Current model Rear view
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Model : ARYG24LMLA / ARYG30LMLE / ARYG36LMLE / ARYG45LMLA /
ARYG36LMLA [3 phase] / ARYG45LMLA [3 phase] -]

Medium Static

Pressure Duct
NENGE

=1
> : I] -1

¢ - B s,
i ForARYG24LMLA  ForARYG3O/36LMLE  ForARYG4SLMLA  For ARYG36/45LMLA

/ L. = 3 Specifications (Single -phase)

r —- — ARYG24LMLA | ARYG30LMLE | ARYG36LMLE | ARVG4SLMLA | ARVG45SLMLA [l ARYG36LMLA | ARYG4SLMLA
" REERIGERANT . s Model No.

A ' o= M AOYG24LBCB | AOYG3OLETL AOYG45LBTC | AOYGASLETL [ AOYG36LATT | AOYGASLATT

Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Copacit Cooling W 6.8(0.9-8.0) [8.5(2.810.0) | 9.4 (2.8-11.2) [12.1 (4.0-13.0)[12.1 (4.0-13.3) | [ 10.0 (4.7-11.4) [12.5 (5.0-14.0)
padty Heating 8.0(0.9-9.1) [10.0 (2.7-11.2) [ 11.2 (2.7-12.7) [13.3 (4.2-15.2) [ 13.1 (4.2-15.5) | [ 11.2 (5.0-14.0) [ 14.0 (5.4-16.2)
e Input Power Cooling/Heating kw 2.2112.26 2.65/2.68 2.96/3.10 4.2913.84 3.77/3.68 2.8412.87 3.89/3.88
EER Coolin 3.08 3.21 318 2.82 3.21 3.52 3.21
° q
cop Heating Wiw 3.54 373 361 3.46 361 3.90 361
ipan L V-paM Pdesign Cooling/Heating(-10°C) kw 6.8/6.0 8.5/8.0 9.4/8.7 - - 10.0/10.0 -
Sp'lfags': (24) (49) SEER Cooling W 6.20 5.90 5.70 - - 5.80 -
(30/36/45) ScoP Heating 4.00 3.90 3.80 - - 4.00 -
Energy Efficiency Cooling A+t A+ A+ - B A+ ,
Class Heating A+ A A - - A+ -
Max. Operating Current Cooling/Heating A 14.715.7 17.0117.0 18.5/20.0 23.5/23.5 21.0/121.0 8.5/8.5 9.5/9.5
Annual Energy Cooling Wi 384 504 576 - - 603 -
Consumption Heating 2,099 2,868 3,202 - - 3,497 -
SI. & C d o Moisture Removal I/h 2.5 2.5 3.0 4.0 4.0 3.0 4.5
m ompact design Control box s now Indoor (Cooling) __ [H/M/L/IQ 31/29/27/25 | 39/35/30126 | 39/35/30126 | 42/38/32/28 | 42/38/3228 | | 38/36/31/26 | 42138132128
) ) 1200 't?]c'“de_d a;Pa‘F of Sound Pressure Level Indoor (Heating) H/M/LIQ 31/29/27/25 | 42/35/30/26 | 42/35/30/26 | 42/38/32/28 | 42/38/32128 | | 40/36/31/26 | 42/38/32/28
In the case of bottom return air connection, not only does the £0umm © main chassis Outdoor(Cooling/Heating) | High dB(A) 53/54 53/55 54/55 58/58 55/55 51/53 54154
indoor unit design allow for installation in a narrow ceiling space Sound Power Level  Indoor(Cooling/Heating) | High 60/62 65/69 65/70 - - 65/67 -
of up to 270 mm, further space savings have been achieved by Outdoor(Cooling/Heating) | High 66/66 68/69 69/70 - - 67/69 -
mounting the control box internally inside the chassis. 270 mm Aiflow Rate Indoor / Outdoor (Cooling) | High i 1,100/2,850 | 1,900/3,600 | 1,900/3,800 | 2,100/4,650 | 2,100/6,750 | | 1,800/6,200 | 2,100/6,750
,‘ . Indoor / Outdoor (Heating) | High 1,100/2,700 | 2,100/3,600 | 2,100/3,800 | 2,100/4,650 | 2,100/6,850 | | 1,850/6,200 | 2,100/6,200
V Static pressure range (Standard) Pa 30to 150 (35) | 30 to 150 (47) | 30 to 150 (47) | 30 to 150 (60) | 30 to 150 (60) | | 30 to 150 (47) | 30 to 150 (60)
< Net Dimensions Indoor mm | 270x1,135%700]270x1,135x700 | 270x1,135x700 | 270x1,135<700] 270x1,135x700 | [270x1,135%700[270x1,135x700
One touch operation HxWx D Outdoor mm 716x820~315 | 830x900x330 | 830x900x330 | 914x970x370 [1,290<900~330| [1,290x900x330[1,290%900x330
and easy to install Weight Indoor kg(Ibs) 38 (84) 40 (88) 40 (88) 40 (88) 40 (88) 40 (88) 40 (88)
long life filter 9 Outdoor kq(Ibs) 42 (93) 61 (134) 61 (134) 75 (165) 86 (190) 104 (229) 104 (229)
(Optional Parts) Connection Pipe Diameter (Liquid / Gas) o 6.35/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1 35.7/38.1
Max Pipe Length (Pre-Charge) m 30 (15) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30)
Max Height Difference 20 30 30 30 30 30 30
Operation Range Cooling DB -10to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
peratt 9 Heating 15 t0 24 15 t0 24 1510 24 -15t0 24 -15t0 24 15 t0 24 150 24
Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | [ R410A (2,088) | R410A (2,088)
. . Charge kg(C02eqT) [ 1.50 (3.1 210 (4.4 210 (44 2.90 (6.1 3.35 (7.0 3.45 (7.2 3.45 (7.2
Easy maintenance See below for the case of rear suction type g [ka(C02eq 1) (3.1) f4.4) {4.4) (6.1) {£0) (2) (72)
Structural improvement is attained by making the bottom Previous model . New model 1
panel two pieces, front and rear. The internal fan casing is also 1.Control box Optional parts
manufactured in two pieces, namely upper and lower. The g'iancas'”g Wied Remote Contraler: U RNNYAL UTY-RYAAL Remote Sensor Unite T2 "

. . . .ran ire emote Lontroller: - . - emote >ensor Unit: - ax.
maintenance of the motor and fan can be easily carried out by > 4 Motor Simple Remote Controller: UTY-RSNYM Drain Pump Unit: ~ UTZ-PXINBA 1000 mm
removing the rear panel and the lower part of the casing while Flange (Round): UTD-RF204 IR Receiver Kit: UTY-LRHYM
leaving the main chassis installed. 2\ Flange (Square): UTD-SFO45T External connect kit: ~ UTD-ECS5A

Long Life Filter: UTD-LF25NA Wireless LAN Interface: UTY-TFNXZ1 _v__
Bottom panel: 2 pieces
Drain pump unit
Large bottom
panel: T piece Dimensions
(Unit: mm)
270 ‘ 11 77(BFIt pitch) 16164 o
. . . .« e . . 32 Outlet 3 9
Two-direction drain piping Low ambient operation )
138 264 264 264 3 go—ﬁﬂwi Lo, el 35
i 82 ElL
Cooling 46°C @ &l o [
L] L] A — — =k Ak
= o AaYaiVarVa - = | o
Heating 24°C [ VAW A W 3 ]= 7777777777777777777777777 i
l o = 75 1\ o ol E ]ﬁ
- 2205 hole - = f - T ———— —
e P.CD.8225 | 1015 11 107 |24
4l D Front view 121 1135 270
Top view
(| [ . o (D Refrigerant piping flare connection (Liquid) o — > Sideview (R
Duct indoor unit -10°C (24 model) -15°C @ Refrigerant piping flare connection (Gas) Side view (L) Al LA ide view (R)
Two-direction drain piping -15°C (30/36/45 models) (3 Drain piping connection i (= @"ﬁ
Rear view
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Model : ARXG45KHTA / ARXG54KHTA

High Static
Pressure Duct

Specifications

Model No.

Power Source Single-phase, ~230V, 50Hz
. Cooling 12.1 (4.0-14.0) 13.4 (5.0-14.5)
Capacity Heating Kw 13.5 (5.0-16.2) 15.5 (5.5-18.0)
B Input Power Cooling/Heating kw 4.16/3.61 4771418
EER Coolin 2.91 2.81
o ]
ﬁM e o . = =
LPAM Changeover Pdesign Cooling/Heating(-10°C) kw - -
SEER Cooling - -
SCoP Heating Ww - -
Energy Efficiency Cooling - B
Class Heating - -
Max. Operating Current Cooling/Heating A 28.5 28.5
?nnual Energy Cool|.ng KWhia - -
onsumption Heating - -
E . " . Moisture Removal I/h 1.5 2.0
asy installation Indoor (Cooling) RIMIL 47743140 47143140
1 1 H Sound Pressure Level Indoor (Heating) H/M/L 47143140 47143140
(compaCt size & nghtwelght) Outdoor(Cooling/Heating) | High dB(A) 57/57 57/59
X X X X X i Indoor(Cooling/Heating) | High 75174 75174
A compact size and lightweight indoor unit & outdoor unit has been sound Power Level g 4 0 Cooling/Heating) | High i 73
developed by reducing the basic chassis and the overall material Height Airfow Rat Indoor / Outdoor (Cooling) | High Th 3,350/4,450 3,350/4,450
1o o e D €lg fHlow Rate Indoor / Outdoor (Heating) | High m 3,350/4,450 3,.350/4,450
_Z 2 7% Static pressure range (Standard) Pa 100 to 250 (100) 100 to 250 (100)
° Net Dimensions Indoor mm 400x1,050x500 400x1,050x500
7/— HxWxD Outdoor mm 46 (101) 46 (101)
= 45 model ) Indoor kq(Ibs) 998x940x320 998x940x320
400 mm Weight Outdoor kq(lbs) 67 (148) 67 (148)
= Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 23.4125.4 23.4125.4
Max Pipe Length (Pre-Charge) m 50 (30) 50 (30)
A ———— Max Height Difference 30 30
500 mm i ) Cooling . 15 to 46 15 0 46
Current model New 45/54 models Operation Range Heating (DB o024 o024
) Type (Global Warming Potential) R32 (675) R32 (675)
Refrigerant Charge [kq(C02eqT) 2.70(1.823) 2.70(1.823)
Design also corresponding to Optional parts
hlgh static pressure Wired Remote Controller:  UTY-RVNYM, UTY-RNNYM
Simple Remote Controller:  UTY-RSNYM
Wireless LAN Interface: UTY-TFNXZ1
Remote Sensor Unit: UTY-XSZX
Long Life Filter: UTD-LF6OKA
External Connect Kit: UTD-ECS5A
Dimensions
(Unit: mm)
; =
u D&
. . . 400 Rear view L Al 371
Low noise Low ambient operation 100 250
324 | 14 1,000 (Bolt pitch 208
. ) 862 108 —Ile)
Cutting off the corners has enabled less turbulent airflow. | E—— | — e
Low noise is realized by adopting a plastic case and a plastic fan. Ell i o]
Cooling 46°C 2l g b
' g gl | : og
Plastic fan  Heat sl ; jl
2225 mm  exchanger Heating 24°C 9 ] Ly ‘ ®/D L
o ——1 e o
Med. noise level —] 5 C L+—{ o Side view (R)
43 29 Top view ’
dB(A) @ Refrigerant piping flare connection (Liquid) sdeview (1 t d ° t d
. 45/54 models . . @ Refrigerant piping flare connection (Gas) a Iy
Casing (Plastic) -15°C -15°C @ Drain piping connection (Safety drain pan) || | L

® Drain piping connection(Main drain pan) Front view
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Model : ARYGA5LHTA / ARYG54LHTA /
ARYG4ASLHTA [3 phase] / ARYG54LHTA [3 phase] / ARYG60LHTA [3 phase] —

High Static === " el
Pressure Duct

ARYG45/54LHTA ARYG6OLHTA

Vi

S Specifications
RAT0A o
odel No.
Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
00 Capacit Cooling oW 12.5 (4.5-14.0) 13.4 (5.0-14.5) 12.5 (5.0-14.0) 14.0 (5.4-16.0) 15.0 (6.2-17.5)
pacity Heating 14.0 (5.0-16.2) 16.0 (5.5-18.0) 14.0 (5.4-16.2) 16.0 (5.8-18.0) 18.0 (6.2-18.0)
i Input Power Cooling/Heating KW 4.30/3.80 4771669 4.06/3.67 4.65/4.37 4.70/5.15
DC| i EER Cooling W 291 2.81 3.08 3.01 319
(60)  Single cop Heating 3.68 3.41 3.81 3.66 3.50
phase Max. Operating Current Cooling/Heating A 22.5/122.5 23.5/23.5 11.011.0 12.0/12.0 12.5/12.5
Moisture Removal I/h 1.5 2.0 1.5 25 2.0
Indoor (Cooling) H/M/L/Q 47143140/ 47143140/ 47143140/ 47143140/ 45140/36/-
Sound Pressure Indoor (Heating) H/M/L/Q dB(A) 471431401 471431401 471431401 471431401 45140/36/-
Outdoor(Cooling/Heating)| High 55/55 55/57 54/54 55/56 56/58
Airflow Rate Indoor / Outdoor (Cooling) | High mih 3,350/6,750 3,350/6,750 3,350/6,750 3,350/6,900 3,550/6,900
. .. Indoor / Outdoor (Heating) | High 3,350/6,200 3,350/6,850 3,350/6,200 3,350/6,900 3,550/7,300
ngh energy erfl(:lency Static pressure range (Standard) Pa 100 to 250 (100) 100 to 250 (100) 100 to 250 (100) 100 to 250 (100) 60 to 260 (60)
Net Dimensions Indoor mm 400x1,050x500 400x1,050%500 400x1,050x500 400x1,050x500 425x1,250x490
Significantly greater efficiency is realized by using all DCinverter HxWxD Outdoor mm 1,290x900+330 1,290x900%330 1,290x900%330 1.290%900%330 1,290<900~330
technology_ (60 model) Weight Indoor kg(lbs) 46 (101) 46 (101) 46 (101) 46 (101) 54 (119)
9 Outdoor kg(lbs) 86 (189) 86 (189) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) mm 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (I.D./0.D.) 23.4/25.4 23.4/25.4 23.4/25.4 23.4/25.4 23.4/25.4
Max Pipe Length (Pre-Charge) m 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)

H H Max Height Difference 30 30 30 30 30
D.eSIQn al.so correspondlng to Operation Rande Cooling DB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
h|gh static pressure P 9 Heating 5 t0 24 15 t0 24 5 t0 24 15 t0 24 15 t0 24

Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
™ e 9 Charge [ kg(C02eqT) 335 (7.0) 335 (7.0) 345 (7.2) 345 (7.2) 345 (7.2)
B 250, 260,
45/54 models 60 model .
Optional parts
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller:  UTY-RSNYM
Long-Life Filter: UTD-LF60KA (ARYG45/54LHTA)
Remote Sensor Unit: UTY-XSZX
IR Receiver Kit: UTY-LRHYM(ARYG6OLHTA)
. . External connect kit: UTD-ECS5A
Easy installation Wireless LAN Interface:  UTY-TFSXZ1
H H H unit: mm
(Compact size & Lightweight) (unit: mm)
A compact size and lightweight indoor unit has been developed by
reducing the basic chassis and the overall material weight. Dimensions
1,050 1250 (Unit: mm)
45/54 models 60 model .
Model: ARYG45LHTA / 88 Model: ARYG60LHTA
ARYGS54LHTA i} m]
0 N e
al i 400
Rear view \; 371 Rear view
H H H B 1,08|0 itch 20356 A23551 o 1192 (Bolt pitch] -39 50
Low noise Low ambient operation C 150 ol 0 W 2| e ( 18] 1062 sl
[ ] el il 1 1 ~| 2]
Cutting off the corners has enabled less turbulent airflow. g P ool i F’E JBRLEEE
Low noise is realized by adopting a plastic case and a plastic fan. o2 g \ EJ 2 o
Cooling 46°C g e | jl o1
: 2 ' Al
Plasticfan  Heat 3 ] B P o] =
2225 mm  exchanger Heating 24°C T e | g 306 921 Lisz] .
o L—-‘]Bg;[] 55 Side view (R) 1232 il Side view (R)
Med. noise level —] 5 C 295 Top view ‘ sideview (1) .
Side view (L) T T o 1 @ Refrigerant piping flare connection (Liquid)
43 dB(A) o Q g m @ Refrigerant piping flare connection (Gas) u u
45/54 models . @ Drain piping connection (Safety drain pan)  [J E]E:
i i -15° -15° L @ Drain piping connection(Main drain pan)
Casing (Plastic) 15°C 15°C — piping P ——
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Model : ARYG72LHTA / ARYG9OLHTA

Specifications

del No.

HE
.

Wired R.C.

e
-
Ll

Power Source Indoor Single-phase, ~230V, 50Hz
QOutdoor 3-phase, ~400V, 50Hz
. Cooling 19.0 (8.4-20.9) 22.0 (10.3-24.2)
Capacity Heating kW 224 (7.224.6) 27.0(8529.7)
Input Power Cooling/Heating kW 6.46/6.59 7.7718.18
EER Cooling 2.94 2.83
cop Heating Wiw 3.40 3.30
) Indoor(Cooling/Heating) 4.6/4.6 6.0/6.0
Max. Operating Curtent Outdoor(Cooling/Heating) A 13.3/13.3 14.6/14.6
Moisture Removal I/h 4.5 6.0
Indoor (Cooling) HIM/LIQ 46/43/41/39 47144142140
Sound Pressure Indoor (Heating) H/M/LIQ dB(A) 46/43/41/39 47144142140
. . . . . Outdoor(Cooling/Heating) | High 55/55 55/57
Separatmn is p055|b|e by ||ghtwe|ght rilow Rote Indoor / Outdoor (Cooling) | High o 4,300/8,400 4,300/8,400
d . Indoor / Outdoor (Heating) | High 4,300/8,400 4,300/9,000
CompaCt es'gn Static pressure range (Standard) Pa 50 to 150 (72) 50 to 200 (72)
Net Dimensions Indoor mm 360x1,400x850 360x1,400%850
The indoor unit can be separated into fan unit and heat- 750mm HxWxD Outdoor ”zm) 1428*1&080)‘430 1v428‘1v(030)*480
. . . . kqg(lbs 69 (152 80 (176
exchanger unit to assist the installation works. i Indoor g
9 ’ Weight Outdoor kq(lbs) 165 (363) 174 (383)
Connection Pipe Diameter (Liquid / Gas) mm 12.7125.4 12.7125.4
Heat exchanger unit Fan unit Drain Hose Diameter (1.D./0.D.) 24.4/32.0 24.4/32.0
Max Pipe Length (Pre-Charge) m 100 (30) 100 (30)
Height Difference 30 30
) Cooling o -15to 46 -15 to 46
Operation Range Heating 0B 20t0 24 20t0 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Charge [ kq(C02eq-T) 56(11.7) 7.1 (14.8)
Automatic Airflow adjustment function
Optional parts
This function can set the optimum airflow automatically, ) ] | |
f : : : : Wired Remote Controller:  UTY-RNRYZ3, UTY-RLRY, UTY-RVNYM, UTY-RNNYM External Input and Output PCB: UTY-XCSX
so installation time is shortened drastlcally. Simple Remote Controller: UTY-RSRY, UTY-RHRY, UTY-RSNYN Drain Pump Unit: UTZ-PXINAB
IR Receiver Unit: UTY-LBTYM, UTY-LRHYM Long Life filter: UTD-LFKA
Remote Sensor Unit: UTY-XSZX Wireless LAN Interface: UTY-TFSXZ1
External Connect Kit: UTY-XWZXZG
I““_d
Dimensions
(Unit: mm)
1440
. . P100 121911 1200 | 15041 el
Quiet operation I — - I A R i
|- - . . . . : . e
The combination of the V-shaped heat exchanger, Veshane h ) EEs aee K | %g BT e :[ I
air stabilizer, and the high efficient DC fan ll 3 ~shape heat exchanger : e AN
motor allowed quiet operation despite of the N\ \ =kl Rear View 5 g = o ——— = 8 -yt
small structural design. Air Stabilizer |\ & 7|
N e | J———1 | #IF
t' : 245 i “ P100x11=1100 L Y =
100/100] 1162 [NEDS 143
l L 1400 210
: Side View (L) Top View © Side View (R)
24.5 t: =
High efficient DC fan motor ol
Lower power consumption SN E
|
ol ] RN

Front View
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Model: AGYGOILVCA / AGYG12LVCA / AGYG14LVCA '
|
Floor o
Compact & Comfort |
=
Wireless R.C.

00

For AGYGO9/12LVCA For AGYGT4LVCA

Specifications

Indoor unit AGYGOILVCA AGYGI2LVCA AGYGIALVCA
Outdoor unit AOYGOILVCA AOYGI2LVCA

Model No.

Power Source Single-phase, ~230V, 50Hz
. Cooling 2.6 (0.9-3.5) 3.5(0.9-4.0) 4.2 (0.9-5.0)
Capacity Heating Kw 3.5 (0.9-4.95) 45(0.95.3) 5.2(0.9-6.3)
r ﬁ- Input Power Cooling/Heating KW 0.53/0.79 0.94/119 11471 44
DC V-pAM HEAT ] changeover Restart | Steep ] Program EER Cooling W/W 4.91 372 368
cop Heating 4.43 3.78 3.61
Pdesign Cooling/Heating(-10°C) kW 2.6/12.9 3.5/3.8 4.214.7
SEER Cooling WIW 7.00 6.50 6.40
Scop Heating (Average) 4.20 4.00 4.00
Energy Efficiency Cooling A++ At+ At+
Class Heating (Average) A+ A+ A+
Max. Operating Current Cooling/Heating A 7.0/10.0 7.0/10.0 9.0/13.5
Annual Ener Cooling 130 188 230
2-Fan & Wide airflow Cooling Prevents cold air Heating Prevents cold  Window Crmsumptior?y Heating KWl 967 1,330 1,645
from falling | | draftfiom _J Moisture Removal Ith 13 18 2.1
Individual vertical airflow by 2-fan can q ' & window Indoor (Cooling) H/IM/LIQ £40/35/29/22 40/35/29/22 44/38/31/22
control the whole room comfortanyA Sound Pressure Level Indoor (Heating) H/M/LIQ 40/35/29/22 40/35/29/22 43/37129/22
Outdoor(Cooling/Heating) | High dB(A) 47148 48149 50/50
at operation at stable at operation atstable Sound Power Level Indoor(CooIiﬁg/HeatIr\g) Hﬁgh 55/56 55/56 58/58
start operation start e operation Outdoor([oollng/Heat!ng) Hfgh 64/65 64/65 65/66
Airflow Rate Indoor / Outdoor (Cooling) | High mih 570/1,680 570/1,680 650/1,910
Indoor / Outdoor (Heating) | High 600/1,490 600/1,680 650/1,750
Net Dimensions Indoor mm 600%740x200 600%740x200 600x740x200
HxWxD Outdoor mm 540x790%290 540%790%290 578x790x300
Weight Indoor kq(lbs) 14 (31) 14 (31) 14 (31)
. . . Outdoor kg(Ibs) 36 (79) 36 (79) 40 (88)
FIEX|b|e & easy InSta"atIOH Beneat_h Standard_concave Wall _Halfconcealed Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/9.52 6.35/12.70
standard window portion (Optional parts necessary) - - mm
Drain hose Diameter (1.D./0.D.) 13.8/15.8 to 16.7 13.8/15.8 to16.7 13.8/15.8't0 16.7
Due to compact and whole surface suction Max Pipe Length (Pre-Charge) 20 (15) 20 (15) 20 (15)
method model, floor, concealed, half Max Height Difference " 15 15 15
concealed, or wall mounted installation Operation Range EZZ'['I':]‘JQ °CDB 1‘;2 ;i :gig ;:3. 12Ez ;2
can be available to match the room layOUt' Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
Charge [ kg(C02eq-T) 1.05(2.2) 1.05(2.2) 115 (2.4)

Optional parts

(Unit: mm) (Unit: mm) (Unit: mm) (Unit: mm)
Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM

Simple Remote Controller:  UTY-RSNYM

Half Concealed Kit: UTR-STA
Wireless LAN Interface: UTY-TENXZ1
. - . . . External Connect Kit: UTY-XWZX
Flexible piping connection 6 direction of reneemees
drain & piping Back view
Drain hose and piping can be drawn flexibly in the right, left, side, 1 6 ?Jimgnsions
and down directions 7 _ (onit: mm)
3 Drain hose 4 ™ piping 200
=
10°C HEAT Operation Low ambient operation
The room temperature e S
can be set to go no “10°C HEAT" Button ON Cooling 43°C
lower than 10°C, thus Heating 24°C
ensuring that the room o
does not get too cold 20t Indoo™uqit operation START ] 5 C - ] C
when not occupied at Heating 740 Side view
10°C Front view
-10°C -15°C
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Model : ABYG18LVTB / ABYG24LVTA

Floor/Ceiling

Comfort & Dual Design

For ABYG18LVTB For ABYG24LVTA
r

S Specifications
Model No.
Power Source Single-phase, ~230V, 50Hz
00 . Py X Cooling 5.2 (0.9-5.9) 6.8 (0.9-8.0)
Capacity Heating kw 6.0 (0.9-7.5) 8.0(0.9-9.1)
Input Power Cooling/Heating KW 162/1.66 2.2112.26
V-PAM EER Cooling 3.21 3.08
cop Heating ww 3.61 3.54
Pdesign Cooling/Heating(-10°C) kW 5.2/5.2 6.8/6.0
SEER ACooImg WIW 6.10 5.60
SCoP Heating (Average) 4.00 3.90
Energy Efficiency Cooling A++ A+
Class Heating (Average) A+ A
Max. Operating Current Cooling/Heating A 11.5/13.5 14.7115.7
. . . Annual Energy Cooling 298 425
Flexible installation Consumption Heating e 1818 2153
Moisture Removal I/h 2.0 2.7
Example for floor installation Example for ceiling installation Indoor (Cooling) | H/M/L/Q 43/40/34/31 48I44I40/35
| | q il Sound Pressure Level Indoor (Heating) H/M/LIQ 43/40/34/31 48144140135
Floor console Under ceiling Outdoor(Cooling/Heating) | High dB(A) 50/50 53/54
k| = - Indoor(Cooling/Heating) | High 57/57 61/61
sound Power Level Outdoor(Cooling/Heating) | High 62/65 66/66
. Indoor / Outdoor (Cooling) | High N 780/2,380 980/2,850
Alrflow Rate Indoor / Outdoor (Heating) | High mh 780/2,080 980/2,700
Net Dimensions Indoor mm 199x990x655 199x990%655
. HxWxD Outdoor mm 632x799x290 716x820x315
. Indoor kg(lbs) 27 (59) 27 (59)
Weight Outdoor kqllbs) 36 (79) 42(93)
Connection Pipe Diameter (Liquid / Gas) mm 6.35/12.70 6.35/15.88
= Drain hose Diameter (1.D./0.D.) 25/32 25/32
- Max Pipe Length (Pre-Charge) m 25 (15) 30 (15)
Max Height Difference 15 20
) Cooling Y -10 to 46 -10 to 46
Operation Range Heating (o8 510 24 1510 24
_ Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant Charge [kq(C0ZeqT) 120 (2.5) 150 (3.1)
Double auto Swing Rightand Left Swing Up and Down Swing

A combination of right/left and up/down directional swing allows Optional parts

3-dimensional air direction control

Wired Remote Controller:  UTY-RNNYM, UTY-RVNYM
Simple Remote Controller:  UTY-RSNYM
Wireless LAN Interface: UTY-TENXZ1

External Connect Kit: UTY-XWZX
5 steps selectable 7 steps selectable
St . .
E>>Sv5irr)1sg:Coo|int_:j, Dry and Fan mode Dimensions
— Swing: Heating and Fan mode (Unit: mm)
990
900
500 ‘
[ 5 B
High power Low ambient operation | [ ]] R
DC fan motor . | | BE[
A= Ta—
Cooling 46°C AT e Q9o 2
* High power s o—_]§ I
« Wide rotation range Heating 24°C 100 28“2 e 124
* High efficiency o N9 o %LIQ
- _1 5 (: @ Refrigerant piping flare connection (Liquid) ;_'_" D 0
= at Heating @ Refrigerant piping flare connection (Gas) fl g9 gns ! (==5) a
RS s = > ® Drain piping connection ]24‘7‘@_ 74; — 5
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Comfort for Large Room

9
REERIGERANT
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M4

DC i-PAM

Single
phase

ﬁ

Flexible installation

Various installations are possible to match the room layout.

Open Concealed

Wall mounted
(Locally purchased)

Multi auto swing

A combination of right/left and up/down directional swing
allows 3-dimensional air direction control.

Rightand Left Swing Up and Down Swing

2
2 4 3
3 4 5
&= Steps 5steps selectable 5steps selectable
— Swing: Cooling, Dry and Fan mode
— Swing: Heating and Fan mode
Fresh air intake
s NN Fresh
/ air
Indoor Outdoor
Low ambient operation
Cooling 46°C
Heating 24°C
-15°C
at Heating
-10°C -15°C

REFRIGERANT

RATOA

Model : ABYG3OLRTE / ABYG36LRTE / ABYG45LRTA /
ABYG36LRTA [3 phase] / ABYG45LRTA [3 phase] / ABYG54LRTA [3 phase]

For ABYG30/36LRTE For ABYG45LRTA For ABYG36/45/54LRTA
(Single -phase)

Specifications

o ABYG3OLRTE | ABYG36LRTE | ABYG45LRTA | ABYG45LRTA ABYG36LRTA | ABYG45LRTA | ABYG54LRTA
odel No.
AOYG30LETL | AOYG36LETL | AOYGA5LBTC | AOYGASLETL AOYG36LATT | AOYGA5LATT | AOYG54LATT

Power Source Single-phase, ~230V, 50Hz 3-phase, ~400V, 50Hz
Capacity Cooling oW 8.5(2.8-10.0) | 9.4 (2.8-11.2) [12.1 (4.0-13.0) | 12.1 (4.0-13.3) | | 10.0 (4.7-11.4) | 12.5 (5.0-14.0) | 14.0 (5.4-16.0)
Heating 10.0 (2.7-11.2) | 11.2 (2.7-12.7) | 13.3 (4.2-15.2) | 13.3 (4.2-15.5) | | 11.2 (5.0-14.0) | 14.0 (5.4-16.2) | 16.0 (5.8-18.0)
Input Power Cooling/Heating kw 2.65/2.77 2.93/3.02 4.29/3.84 3.77/3.68 2.84/2.87 3.89/3.88 4.65/4.67
EER Cooling WiW 3.21 3.21 2.82 3.21 3.52 3.21 3.01
cop Heating 3.61 371 3.46 3.61 3.90 3.61 3.43
Pdesign Cooling/Heating(-10°C) kw 8.5/8.0 9.418.7 - - 10.0/10.0 - -
SEER Cooling WIW 6.10 6.00 - - 6.10 - -
SCoP Heating 4.20 4.10 - - 4.10 - -
Energy Efficiency Cooling A++ A+ - - A++ - -
Class Heating A+ A+ - - A+ - -
Max. Operating Current Cooling/Heating A 17.0117.0 18.5/20.0 23.5/23.5 20.5/20.5 7.9/7.9 8.9/8.9 9.9/9.9
Annual Energy Cooling KWhia 487 548 - - 573 - -
Consumption Heating 2,662 2,965 - - 3,414 - -
Moisture Removal I/h 25 3.0 4.0 4.0 3.0 4.5 5.0
Indoor (Cooling) H/M/L/Q 45143137132 47143137132 | 49145/39/34 | 49/45/39/34 47143137132 | 49145/39/34 | 51/48/42/38
Sound Pressure Level Indoor (Heating) H/M/L/IQ 45/43137/32 | 47/43/37/32 | 49/45/39/34 | 49/45/39/34 47143137132 | 49145/39/34 | 51/48/42/38
Outdoor(Cooling/Heating) | High dB(A) 53/55 54/55 58/58 55/55 51/53 54/54 55/56
Indoor(Cooling/Heating) | High 57/60 60/61 - - 61/61 - -
sound Power Level Outdoor(Cooling/Heating) | High 68/69 69/70 - - 67/69 - -
Airflow Rate Indoor / Outdoor (Cooling) | High mih 1,660/3,600 | 1,900/3,800 | 2,100/4,650 | 2,100/6,750 1,900/6,200 | 2,100/6,750 | 2,300/6,900
Indoor / Outdoor (Heating) | High 1,660/3,600 | 1,900/3,800 | 2,100/4,650 | 2,100/6,200 1,900/6,200 | 2,100/6,200 | 2,300/6,900
Net Dimensions Indoor mm 240x1,660x700 | 240x1,660x700 | 240x1,660x700 | 240x1,660%700 | | 240x1,660x700 | 240x1,660x700 | 240x1,660%700
HxWxD Outdoor mm 830x900x330 | 830x900x330 | 914x970x370 |1,290x900x330| |1,290x900x330]1,290x900x330 1,290x900x330
Weight Indoor kg(lbs) 46 (101) 46 (101) 46 (101) 46 (101) 46 (101) 46 (101) 48 (106)
Outdoor kq(lbs) 61 (134) 61 (134) 75 (165) 86 (189) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain port Diameter (I.D./0.D.) mm 22.0/25.6 22.0/25.6 21.5/26.0 21.5/126.0 21.5/26.0 21.5/26.0 21.5/26.0
Max Pipe Length (Pre-Charge) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)
Max Height Difference " 30 30 30 30 30 30 30
Operation Range Cooling (DB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
Heating -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24
Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | | R410A (2,088) | R410A (2,088) | R410A (2,088)
Charge [ kg(CO2eqT) | 2.10 (4.4) 2.10 (4.4) 2.90 (6.1) 3.35(7.0) 3.45(7.2) 3.45(7.2) 3.45 (7.2)
Optional parts
Wired Remote Controller: ~ UTY-RNNYM, UTY-RVNYM Max.
Simple Remote Controller:  UTY-RSNYM 5 00 mm
Drain Pump Unit: UTR-DPB24T
Flange (Round): UTD-RF204
Wireless LAN Interface: UTY-TENXZ1
External Connect Kit: UTD-ECS5A, UTY-XWZX
Dimensions
(Unit: mm)
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